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NOTICE TO CONTRACTORS

Due to COVID-19, only electronic bids will be received on the Town of Los Gatos plan room at
www.losgatosplanroom.com until

2:00 PM Monday October 10, 2022

for the following project:

Project #816-0420 ANNUAL STORM DRAIN IMPROVEMENT - 62 ELLENWOOD
AVENUE

Bidders must “register for an account” on the Plan Room to submit bids electronically. Plans and
Specifications and Addendums (if any) may be viewed and downloaded free of charge via the
internet at the Plan Room. To be included on the Plan Holder’s List for the project, registered
users must download the Plans and Specifications from the Plan Room. Bidders must verify and
acknowledge all addendums before submitting a bid. Hard copies of the Plans and Specifications
will not be provided by the Town.at which time they will be opened electronically. After the bid
opening, bid bonds from the lowest three responsible bidders must be submitted to the Town of
Los Gatos Parks and Public Works Director at 41 Miles Avenue, Los Gatos, CA 95030 and be
postmarked within three days of the bid opening date.

Bids submitted on the Plan Room shall be opened/downloaded and publicly read live via a Zoom
meeting scheduled for October 10, 2022, at 2:00 p.m. Please contact WooJae Kim at
WKim@]losgatosca.gov for the Zoom link to participate.

After the bid opening, bid bonds from the lowest three responsible bidders must be submitted to
the Town of Los Gatos Parks and Public Works Director at 41 Miles Avenue, Los Gatos, CA
95030 and be postmarked within three days of the bid opening date.

This following information is presented to indicate the size of the project and no warrant is made
or intended as to final quantities:

The project includes replacement of an existing 24-inch corrugated metal pipe with an18-
inch HDPE smooth wall pipe from the manhole in front of 62 Ellenwood Ave to the existing
outlet at the back of the property, and associated work in the Town of Los Gatos.

All bidders must attend a MANDATORY PRE-BID MEETING AND WALK THROUGH
OF THE PROJECT SITE on Friday, September 30, 2022 at 10.00 am at the Parks &
Public Works Department Corp Yard located at 41 Miles Avenue, Los Gatos, CA 95030.

All contractors and subcontractors have been required since April 1, 2015 to be registered with
the Department of Industrial Relations (DIR). No contractor or subcontractor may be listed on a
bid proposal or may work on a public works project unless registered with DIR.
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Each bid must be accompanied by a cashier's check, certified check, or Bidder's Bond executed
by a corporate surety authorized to engage in such business in the State of California, payable to
the Town of Los Gatos, in an amount not less than ten percent (10%) of the amount of the Base
Bid. The successful bidder will be required to furnish a Performance Bond in an amount equal to
one-hundred percent (100%) of the contract price, and a Labor and Material Bond in an amount
equal to one-hundred percent (100%) of the contract price. Said bonds shall also be executed by
a corporate surety authorized to engage in such business in the State of California and be made

payable to the Town of Los Gatos. Original Bidder’s Bond with surety seal must accompany the
bid.

If the successful bidder fails, neglects, or refuses for TEN (10) calendar days after the award of
the contract to enter into the contract to perform the work, the cashier's check, certified check, or
Bidder's Bond accompanying the bid and the amount therein named, shall be declared forfeited
to the Town and shall be collected by it and paid into its general fund. No bidder may withdraw
his/her bid for a period of SIXTY (60) calendar days after the date set for the opening thereof,
and the same shall be subject to acceptance by the Town during this period.

The Town reserves the right to reject any or all bids, waive any irregularities in any bids and its
determination as to which bid is the lowest responsible bid and is for the best interest of the
Town shall be final. The Town shall have SIXTY (60) calendar days from and after the opening
of the bids within which to make its determination.

The Contractor receiving the award of the contract shall begin work within FIFTEEN (15)
calendar days after receipt of the Notice to Proceed and shall diligently prosecute the same to
completion within the time restrictions as listed in the technical specifications and all work shall
be completed by the time allotted in the technical specifications.

The Contractor shall have THIRTY (30) working days to complete this project. Working days
will be counted upon the Contractor’s receipt of the Notice to Proceed, as noted above.

At the time the Contractor’s bid proposal is submitted, the Contractor shall possess a valid Class
A or C-34 California Contractor’s License. The Contractor shall also possess a valid Town of
Los Gatos Business License at the time the contract is awarded.

The Town of Los Gatos hereby notifies all bidders that it will affirmatively ensure that the
contract entered into pursuant to this advertisement will be awarded to the lowest responsible
bidder without discrimination on the grounds of race, color, national origin, sex, religion, age or
disability. The Contractor or subcontractor shall not discriminate on the basis of race,
color, national origin, or sex in the performance of this contract. The contractor shall carry
out applicable requirements of 49 CFR, Part 26 in the award and administration of DOT-
assisted contracts. Failure by the Contractor to carry out these requirements is a material
breach of this contract, which may result in the termination of this contract, or such other
remedy as recipient deems appropriate.

Prevailing Wage. This project is subject to the requirements of Section 1720 et seq. of the
California Labor Code requiring the payment of prevailing wages, the training of apprentices and
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compliance with other applicable requirements. Contractors and all subcontractors who perform
work on the project are required to comply with these requirements. Prevailing wages apply to
all projects over $1,000 which are defined as a “public work™ by the State of California. This
includes: construction, demolition, repair, alteration, maintenance, and the installation of
photovoltaic systems under a Power Purchase Agreement when certain conditions are met under
Labor Code Section 1720.6. This includes service and warranty work on public buildings and
structures.

All questions should be submitted in writing to WooJae Kim at WKim@losgatosca.gov.

ATTEST:

Town Clerk
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BID FORM
TO: The Town of Los Gatos, County of Santa Clara,
State of California, herein called Owner
FROM: , herein called Contractor
A. UNIT PRICE SCHEDULE

Pursuant to and in compliance with your Notice to Contractors and the Contract Documents
relating to the PROJECT #816-0420 Annual Storm Drain Improvements — 62 Ellenwood
Avenue, including Addenda No. , , , the
undersigned bidder, having become thoroughly famlhar with the terms and condltlons of the
Contract Documents and with the local conditions affecting the performance and the costs of the
Work at the place where the Work is to be done, and having inspected the site in all particulars,
hereby proposes and agrees to fully perform the work within the time stated and in strict
accordance with the Contract Documents (including the furnishing of any and all labor and
materials) and do all the work required to construct and to complete said work in accordance
with the Contract Documents, and that Contractor will take in full payment therefore the
amounts shown on the following unit price schedule:
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SCHEDULE OF QUANTITIES
Project #816-0420 Annual Storm Drain Improvements — 62 Ellenwood Avenue

ITEM SPEC. EST. UNIT
NO. SECTION ITEM DESCRIPTION UNIT Qry. PRICE EXTENSION
1. Mobilization L.S. 1
2. Erosion Control L.S. 1
3. Traffic Control L.S. 1
4, Remove 22" SD and Backfill L.F. 125
to existing grade
5. Cap/Abandon and Slurry 22" L.F. 165
Storm Drain Pipe
6. Remove Trees Ea. 5
7. AC Patch/Street Sweeping L.S. 1
8. Boring Pits (10' x 15' x 10') C.. 111
9. 18" HDPE Pipe L.F. 320
10. 30" Steel Casting (Trenchless) | L.F. 60
11. Rock Outfall C.y. 4
12. SD Connection to Headwall L.S. 1
13. SD Connection to Manhole Ea. 1
14. Checkdam Ea. 6
15. Storm Drain Manhole Ea. 1

A Class A or Class C-34 California Contractor's License is required.

BASE BID TOTAL
(ITEMS #1-15):

$

12
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B. BID FORM

The quantities shown on this bid form are approximate only, being given as a basis for the
comparison of bids, and the Owner does not, expressly or by implication agree that the actual
amount of work will correspond therewith, but reserves the right to increase or decrease the
amount or class or portion of the work as may be deemed necessary or advisable by the Director
of Parks & Public Works. This bid will be rejected if bidder fails to provide a bid for each item.
The Owner reserves the right to make a comparison of bids based on any combination of the
above alternate bid items.

C. RESERVATION

It is understood that the Owner reserves the right to reject this bid, but that this bid shall not be
withdrawn for a period of 60 days from the date prescribed for its opening.

D. SUBCONTRACTORS

Attached hereto and incorporated herein is the complete and entire list of subcontractors to be
employed by the undersigned in the performance of the work.

E. NOTICE

If written notice of the acceptance of this bid is mailed or delivered personally to the undersigned
within 60 days after the date set for the opening of this bid, or at any time thereafter before it is
withdrawn, the undersigned bidder shall execute and deliver the Contract Documents to Owner
in accordance with this bid as accepted, and will also furnish and deliver to Owner the
Performance Bond, Labor and Material Bond as specified, and proof of insurance coverage as
required in Part I, under “Construction Agreement,” of these Specifications, all within 10
calendar days after personal delivery or after deposit in the mails, of the notification of
acceptance of this bid. The above-mentioned bonds shall be satisfactory to, and on the forms
approved by Owner.

Notice of acceptance or request for additional information may be addressed to the undersigned
at the address set forth below.

F. DISCLOSURE

The undersigned declares that this bid is not made in the interest of or on behalf of any
undisclosed person, partnership, company, association, organization or corporation; that the bid
is genuine and not collusive or sham; that the undersigned has not directly or indirectly induced
or solicited any other bidder to put in a false or sham bid and has not directly or indirectly
colluded or agreed with any bidder or anyone else to put in a sham bid or to refrain from bidding;
that the undersigned has not directly or indirectly sought by agreement, communication or
conference with anyone to fix his/her bid price or the bid price of any other bidder, or to fix any
overhead, profit or cost element of such bid price or of that of any other bidder, or to secure any
advantage against the Town of Los Gatos or anyone interested in the proposed Contract; that the

13
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only persons or parties interested in this bid as principals are those named herein; that all
statements contained in this bid are true; that the undersigned has not directly or indirectly,
submitted his/her bid price or any breakdown thereof, or the contents thereof, or divulged
information or data relative thereto, to any other persons, partnership, corporation, or association
except to such person or persons as have a direct financial interest in bidder's general business;
and that the undersigned has not accepted any bid from any subcontractor or vendor through any
bid depository, the Bylaws, Rules or Regulations of which prohibit or prevent the undersigned
from considering any bid from any subcontractor or vendor, which is not processed through said
bid depository, or which may prevent any subcontractor or vendor from bidding to any general
contractor who does not use the facilities of or accept bids from or through such bid depository;
and that the undersigned has not paid, and will not pay, any fee to any corporation, partnership,
company, association, organization, bid depository, or to any member or agent thereof to
effectuate a collusive or sham bid.

G. WORDS AND PHRASES

Wherever in this bid an amount is stated in both words and figures, in case of discrepancy
between words and figures, the words shall prevail; if all or any portion of the proposal is
required to be given in unit prices and totals and a discrepancy exists between any such unit
prices and totals so given, the unit prices shall prevail.

H. CERTIFICATION

The undersigned certifies that the Contract Documents have been thoroughly read and
understood and that, except as may be specifically noted and contained in addenda, there are no
discrepancies or misunderstandings as to the meaning, purpose or intent of any provision in the
Contract Documents or as to the interpretation of the same. The undersigned hereby incorporates
by reference, the same as though set out in full, all provisions of the Notice to Contractors and
Information for Bidders published by Owner and pertaining to the work described in this bid.

Accompanying this bid is [insert words "cash", "cashier's check", "certified
check", or "bidder's bond", as the case may be], in amount equal to at least 10% of total of the
bid, naming the Owner as Obligee or Payee, as applicable.

The names of all persons interested in the foregoing bid as principals are as follows:

IMPORTANT NOTICE: If bidder or other interested person is a corporation, give legal name
of corporation, state where incorporated and names of the president and secretary thereof; if a
partnership, give name of the firm, also names of all individual co-partners composing firm; if
bidder or other interested person is an individual, give first and last names in full.

14
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I LICENSING

The undersigned is licensed in accordance with State Law providing for the registration of
Contractors, License No. . [A class "A" California Contractor’s License is
required.] The License expiration date is . No payment for work or material
under this Contract will be made by Owner unless and until the Owner receives verification from
the State Registrar of Contractors that the records of the Contractor's State License Board
indicate the successful bidder was properly licensed at the time the Contract was awarded.

Any bidder not so licensed shall be subject to all legal penalties imposed by law, including, but
not limited to, an appropriate disciplinary action by the Contractor's State License Board.

In addition, failure of the bidder to obtain and maintain proper and adequate licensing for the
Contract shall constitute a failure to execute or perform this Contract and shall result in the
forfeiture of the security of the bidder. The representations made herein are under penalty of

perjury.

NOTE: Ifbidder is a corporation, the legal name of the corporation shall be set
forth below, together with the signature of the officer or officers authorized to
sign contracts on behalf of the corporation; if bidder is a co-partnership, the name
of the firm shall be set forth below, together with the signatures of the partner or
partners authorized to sign contracts in behalf of the co-partnership; and if bidder
is an individual, his/her signature shall be placed below.

I declare under penalty of perjury that I have the authority to execute this bid form and that the
foregoing is true and correct.

BIDDER:

(FIRM NAME)
SIGNATURE: PRINTED NAME:
TITLE: DATE:

ADDRESS / TELEPHONE / E-MAIL:

DEPARTMENT OF INDUSTRIAL RELATIONS (DIR) REGISTRATION NUMBER:

15
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LIST OF SUBCONTRACTORS

In compliance with the provisions of §§4100-4107 of the Public Contracts Code of the State of California,
and any amendments thereof, the undersigned bidder has set forth below the name and the
location of the place of business of each subcontractor who will perform work or labor or render
service to the undersigned in or about the construction of the Work to be performed under the
Contract Documents to which the attached bid is responsive, or of a person who will, off the job
site, specially fabricate a portion of the Work or improvement according to detailed drawings
contained in the Contract Documents, and the portion of the Work which will be done by each
such subcontractor or person that will be in an amount in excess of 2 of 1% of the prime
Contractor's total bid, or $10,000, whichever is greater. Prime Contractor shall list the California
Department of Industrial Relations (DIR) number for all subcontractors working on the project.

DIVISION OF SUBCONTRACTOR COST OF ADDRESS DIR #
WORK WORK

Bidder’s Signature
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BIDDER'S BOND
KNOW ALL PERSONS BY THESE PRESENTS:

That we, as Principal, and as
Surety, are held and firmly bound unto the Town of Los Gatos, a municipal corporation of the
State of California (hereinafter called "Town") in the penal sum of 10% of the total aggregate
amount of the bid of the Principal above named, submitted by said Principal to the Town for the
Project listed below, for the payment of which sum in lawful money of the United States, well
and truly to be made, we bind ourselves, our heirs, executors, administrators and successors,
jointly and severally, firmly by these presents. In no case shall the liability of the Surety
hereunder exceed the sum of

($ ) dollars.

Project #816-0420 Annual Storm Drain Improvements — 62 Ellenwood Avenue
The condition of this obligation is such that a bid to the Town for this project, for which bids are

to be opened on Monday, October 10, 2022, at 2:00 p.m., has been submitted by Principal to
Town:

BID TOTAL from BID SCHEDULE:

The quantities shown on the bid form are approximate only, being given as a basis for the
comparison of bids, and the Owner does not, expressly or by implication agree that the actual
amount of work will correspond therewith, but reserves the right to increase or decrease the
amount or class or portion of the work as may be deemed necessary or advisable by the Director
of Parks & Public Works.

NOW THEREFORE, if the Principal is awarded the Contract and within the time and manner
required under the Specifications, after the prescribed forms are presented to the Principal for
signature, enters into a written contract, in the prescribed form, in accordance with the bid, and
files 2 bonds with the Town, to guarantee faithful performance of the Contract and to guarantee
payment for labor and materials as provided by law as well as files insurance certificates and
equal employment opportunity documentation required under the bid, then this obligation shall
be null and void; otherwise, it shall remain in full force.

In the event suit is brought upon said bond by Town, and judgment is recovered, the Surety shall

pay all costs incurred by Town in such suit, including a reasonable attorney's fee to be fixed by
the Court.

17
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IN WITNESS WHEREOF, we have hereunto set our hands and seals this day of
, 20

PRINCIPAL: SURETY:

(Seal) (Seal)

(Seal) (Seal)

(Seal) (Principal) (Seal) (Principal)

(Address) (Address)

(City, State, Zip) (City, State, Zip)

(Phone Number) (Phone Number)

NOTE: Attach Notary Acknowledgment for signatures of those executing for PRINCIPAL
(owner) and SURETY.

18
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CONSTRUCTION AGREEMENT

This Agreement is dated for identification this day of , 2022, and is made
by and between the TOWN OF LOS GATOS, a California municipal corporation, whose address
is 110 East Main Street, Los Gatos, California 95030 (herecinafter "TOWN"), and
(CONTRACTOR NAME), whose address is (CONTRACTOR ADDRESS) (hereinafter
"CONTRACTOR").

NOW, THEREFORE, the parties agree:
ARTICLE I: WORK TO BE DONE AND DOCUMENTS FORMING THE CONTRACT.

That for and in consideration of the payments and agreements hereinafter mentioned, to be
made and performed by the said TOWN, and under the conditions expressed in the two bonds
hereunto annexed, the said CONTRACTOR agrees with the said TOWN, at his own proper cost
and expense, to do all the work and furnish all the materials and equipment necessary to construct
and complete, in accordance with the plans and specifications hereinafter mentioned, in a good,
workmanlike and substantial manner, under the supervision of the Town Engineer, or his, of the
TOWN OF LOS GATOS, California, all the works and improvements described, mentioned and
set forth in those plans and specifications on file in the Office of the Parks and Public Works of
said TOWN, entitled:

"Plans and Specifications for
Project #816-0420 Annual Storm Drain Improvements — 62 Ellenwood Avenue”

which said plans and specifications and all the documents therein contained, including the TOWN
OF LOS GATOS's Standard Provisions, are hereby specially referred to and by such reference
made part of this contract.

ARTICLE II: CONTRACTOR'S ACCEPTANCE

CONTRACTOR agrees to receive and accept the prices shown on Exhibit A (dollar amount
XXXX), which is attached hereto and incorporated by reference herewith, as full compensation
for furnishing all materials and equipment and for doing all the work described in the contract
documents; also for all loss or damage as provided in the contract documents in the prosecution of
the work until its acceptance by the Town Council of the TOWN OF LOS GATOS, and for well
and faithfully completing the work, and the whole thereof, in the manner and according to the
contract documents, plans and specifications, and the requirements of the Town Engineer.

ARTICLE III: ACCEPTANCE BY TOWN
The said TOWN hereby promises and agrees with the said CONTRACTOR to employ,

and does hereby employ the said CONTRACTOR to provide the materials and to do the work
according to the terms and conditions herein contained and referred to, for the prices aforesaid,
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and hereby contracts to pay the same at the time, in the manner and upon the conditions above set
forth; and the said parties for themselves their heirs, executors, administrators, successors and
assigns, do hereby agree to the full performance of the covenants herein contained.

ARTICLE IV: COMPLETION OF AGREEMENT

Reference is made to Part I — Page 1 of the TOWN's Project Specifications Notice to
Contractors which are hereby made a part of this contract. Inasmuch as the work called for under
this contract concerns a needed public improvement, the time of performance and completion of
this work is of the essence of this contract. It is expressly understood and agreed by the parties
hereto that all the work called for under this contract, in all its parts and requirements, shall be
completed thirty (30) working days from Notice to Proceed.

ARTICLE V: HOURS OF LABOR

The CONTRACTOR shall forfeit, as a penalty, to the TOWN, Twenty-Five Dollars ($25)
for each workman employed in the execution of the contract by him or by any subcontractor for
each calendar day during which any workman is required or permitted to labor more than eight
(8) hours in violation of the provisions of Sections 1810-1815 inclusive of the Labor Code and all
amendments thereto.

ARTICLE VI: APPRENTICES

Attention is directed to the provisions in Sections 1777.5, 1777.6 and 1777.7 of the Labor
Code governing the employment of apprentices by the CONTRACTOR or any subcontractor
under him. CONTRACTOR and any of his subcontractors shall comply with the requirements of
said sections of the Labor Code; CONTRACTOR shall have full responsibility for compliance
with the said sections regardless of any other contractual or employment relationships alleged to
exist.

Information relative to apprenticeship standards and other requirements may be obtained
from the Director of Industrial Relations ex officio the Administrator of Apprenticeship, San
Francisco, California or from the Division of Apprenticeship Standards at its branch offices.

ARTICLE VII: NONDISCRIMINATION

The CONTRACTOR sub recipient or subcontractor shall not discriminate on the basis of
race, color, national origin or sex in the performance of this contract. CONTRACTOR shall carry
out applicable requirements of 49 CFR Part 26 in the award and administration of DOT-assisted
contracts.

Failure by CONTRACTOR to carry out these requirements is a material breach of this

contract, which may result in the termination of this contract or such other remedy as recipient
deems appropriate.
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ARTICLE VIII: INDEPENDENT CONTRACTOR

It is agreed that CONTRACTOR is an independent contractor, and all persons working for
or under the direction of CONTRACTOR are CONTRACTOR's agents, servants and employees,
and said persons shall not be deemed agents, servants or employees of TOWN.

ARTICLE IX: OWNERSHIP OF DATA AND DOCUMENTS

CONTRACTOR agrees that all records, specifications, data, maps, designs, graphics,
writings, recordings and other tangible materials regardless of form or format, including, without
limitation, electronically transmitted documents and ACAD files, and other collateral materials
collected, compiled, drafted, prepared, produced and/or generated in the performance of this
Agreement shall be the property of TOWN. CONTRACTOR shall regularly provide such
documents to TOWN upon TOWN's request. In the event that this Agreement is terminated prior
to completion of the scope of work, CONTRACTOR shall provide all such data and documents to
TOWN forthwith.

ARTICLE X: INSURANCE

a. Commercial General Liability/Automobile Liability Insurance:

CONTRACTOR shall obtain and maintain Commercial General Liability insurance
in the amount of Two Million Dollars ($2,000,000) and Automobile Liability insurance in the
amount of One Million Dollars ($1,000,000) per occurrence. If a general aggregate limit is used,
either the general aggregate limit shall apply separately to this contract or the general aggregate
limit shall be twice the required occurrence limit. CONTRACTOR's insurance coverage shall be
written on an occurrence basis.

b. Workers' Compensation Insurance:

CONTRACTOR shall obtain and maintain statutory Workers' Compensation
insurance and Employer's Liability insurance in the amount of One Million Dollars ($1,000,000)
per accident.

CONTRACTOR is familiar with the Workers' Compensation laws of California
(generally contained in Section 3700 of the Labor Code), including those provisions which provide
for specific exemptions from the requirement that all employers must carry Workers'
Compensation insurance, and CONTRACTOR maintains they are exempted under the law from
the requirement to maintain Workers' Compensation insurance coverage.

In addition, during the term of any work for TOWN under said agreement:
(1) CONTRACTOR will not employ any person in any manner so as to become subject to the
Workers' Compensation laws of California, or (2) should CONTRACTOR become subject to the
Workers' Compensation provisions of Section 3700 of the Labor Code for any reason,
CONTRACTOR shall forthwith comply with those provisions and send evidence of financial
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compliance to TOWN.

c. Acceptability of Insurers: Insurance is to be placed with insurers with a current
Best Rating of A:VII unless otherwise acceptable to TOWN.

d. Verification of Coverage: Insurance, deductibles or self-insurance retentions shall
be subject to TOWN's approval. Original Certificates of Insurance with endorsements shall be
received and approved by TOWN before work commences, and insurance must be in effect for the
duration of the contract. The absence of insurance or a reduction of stated limits shall cause all
work on the project to cease. Any delays shall not increase costs to TOWN or increase the duration
of the project.

€. Other Insurance Provisions:

(1) The TOWN OF LOS GATOS, its officers, officials, employees and
volunteers are to be covered as additional insured by Endorsement CG 20 10 11 85 or other
endorsement approved by Town Attorney for Commercial General and Automobile Liability
coverage.

(2) For any claims related to this project, CONTRACTOR's insurance coverage
shall be primary and any insurance or self-insurance maintained by TOWN, its officers, officials,
employees and volunteers shall not contribute to it.

3) Each insurance policy required shall be endorsed that a thirty (30) day
notice be given to TOWN in the event of cancellation or modification to the stipulated insurance
coverage.

(4) In the event CONTRACTOR employs subcontractors as part of the work
covered by this Agreement, it shall be the responsibility of CONTRACTOR to ensure that all
subcontractors comply with the same insurance requirements that are stated in this Agreement.

(5) Approval of the insurance by TOWN or acceptance of the Certificate of
Insurance by TOWN shall not relieve or decrease the extent to which CONTRACTOR may be
held responsible for payment of damages resulting from CONTRACTOR's services or operation
pursuant to this Agreement, nor shall it be deemed a waiver of TOWN's rights to insurance
coverage hereunder.

(6) If, for any reason, CONTRACTOR fails to maintain insurance coverage that
is required pursuant to this contract, the same shall be deemed a material breach of contract.
TOWN, at its sole option, may terminate this contract and obtain damages from CONTRACTOR
resulting from said breach. Alternately, TOWN may purchase such required insurance coverage,
and without further notice to CONTRACTOR, TOWN may deduct from sums due to
CONTRACTOR any premium costs advanced by TOWN for such insurance.
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ARTICLE XI: HOLD HARMLESS

CONTRACTOR hereby agrees to and shall hold TOWN, its elective and appointive
boards, commissions, officers, agents, registered volunteers, and employees harmless from any
liability for damage or claims for damage for personal injury, including death, as well as from
claims for property damage and any other claims of any sort whatsoever, including, but not limited
to, any liabilities, claims, losses, or expenses in any manner caused by, arising out of, or in
connection with, either directly or indirectly, the construction or installation of the work, the
guarding of the work, the use of improper materials in construction of the work, or the negligent,
willful, or intentional acts or omissions by CONTRACTOR or CONTRACTOR's subcontractors,
agents, or employee operations under this Agreement, whether such operations by
CONTRACTOR or by any of CONTRACTOR's subcontractors, or by any one or more persons
directly or indirectly employed by, or acting as agent for CONTRACTOR or any of
CONTRACTOR's subcontractors during the progress of the work or at any time before its
completion and final acceptance, excepting suits and actions brought by the CONTRACTOR for
default of this Agreement or arising from the sole active negligence or willful misconduct of the
TOWN. The Town Council may retain so much of the money due to the CONTRACTOR as shall
be reasonably necessary to protect the TOWN, until disposition has been made of such suits or
claims for damages as aforesaid.

CONTRACTOR agrees to and shall pay TOWN's cost of defense (or, at the sole option of
the TOWN, CONTRACTOR shall defend with counsel approved by the TOWN Attorney) and
indemnify TOWN and its elective and appointive boards, commissions, officers, agents, and
employees from any suits or actions at law or in equity arising out of the execution, adoption or
implementation of this Agreement (exclusive of any such actions brought by CONTRACTOR),
such indemnification to include all costs of defense, judgments, and any awards of attorneys' fees.

Should any accident or incident causing death, personal injury or property damage occur
between the date CONTRACTOR is notified that its General Liability and/or Workers
Compensation Insurance is canceled and the effective date of such cancellation, CONTRACTOR's
obligation to indemnify, defend and save harmless the TOWN, as provided for hereinabove, shall
in no manner be affected by the fact that the TOWN had not received the notice of cancellation
prior to the date of such accident or incident.

ARTICLE XII: BONDING REQUIREMENT

CONTRACTOR agrees to post a Faithful Performance Bond and a payment bond for Labor
and Materials, or other guarantees, in the required amounts upon bond forms provided by the
TOWN, guarantying the performance of the terms of this Agreement. Surety issuing bonds for
CONTRACTOR shall be approved by the U.S. Department of Treasury's Financial Management
Service and shall be listed on the most current Treasury Circular 570 as contained in the Federal
Register.

Contractor agrees to allow five percent of the faithful performance bond to remain in effect for a

period of two years following Town Council project acceptance as guarantee for any needed repair
or replacement caused by defective materials and workmanship.
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ARTICLE XIII: MAINTENANCE AND GUARANTY

CONTRACTOR shall promptly repair, replace, restore, or rebuild, as the TOWN may
determine, any finished product in which defects of materials or workmanship may appear or to
which damage may occur because of such defects, during a two (2) year period subsequent to the
date of final acceptance.

This article does not in any way limit the guaranty on any items for which a longer guaranty
is specified or on any items which a manufacturer gives a guaranty for a longer period, nor does it
limit the other remedies of the TOWN in respect to a latent defect, fraud or implied warranties.
CONTRACTOR shall furnish the TOWN all appropriate guaranties or warranty certificates upon
completion of the project.

ARTICLE XIV: SHORING FOR TRENCHES

If the contract specifies an expenditure of Twenty-Five Thousand Dollars ($25,000) or
greater for trenching, and if the depth of the trench is five feet (5') or more, then Section 6705 of
the Labor Code shall also be applicable.

ARTICLE XV: APPLICABLE LAWS AND ATTORNEY'S FEES

This Agreement shall be construed and enforced pursuant to the laws of the State of
California. Should any legal action be brought by a party for breach of this Agreement or to
enforce any provision herein, the prevailing party of such action shall be entitled to reasonable
attorneys' fees, court costs, and such other costs as may be fixed by the court. Reasonable
attorneys' fees of the TOWN Attorney's Office, if private counsel is not used, shall be based on
comparable fees of private attorneys practicing in Santa Clara County.

ARTICLE XVI: LIQUIDATED DAMAGES

It is mutually agreed by CONTRACTOR and TOWN that in the event that completion of
the construction by CONTRACTOR under this Agreement is delayed beyond DATE, TOWN will
suffer damages and will incur other costs and expenses of a nature and amount which is difficult
or impractical to determine. The Parties agree that by way of ascertaining and fixing the amount
of damages, costs and expenses, and not by way of penalty, CONTRACTOR shall pay to TOWN
the sum of Five Hundred Dollars ($500.00) per day in liquidated damages for each and every
calendar day such delay in completion of the services under this Agreement continues beyond
DATE. In the event that the liquidated damages are not paid, CONTRACTOR agrees that TOWN
may deduct the amount of unpaid damages from any money due or that may become due to
CONTRACTOR under this Agreement.

ARTICLE XVII: INTERPRETATION OF CONTRACT

It is further expressly agreed by and between the parties hereto that should there be any
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conflict between the terms of this instrument and the bid or proposal of said CONTRACTOR, then
this instrument shall control and nothing herein shall be considered as an acceptance of the said
terms of said proposal conflicting herewith.

ARTICLE XVIII: AMENDMENTS AND CHANGE ORDERS

This Agreement may be amended from time to time as necessary by formal and written
amendment or authorized change order executed by the Town Manager or designee and principal
acting on behalf of the CONTRACTOR.

ARTICLE XIX: DBE RESPONSIBILITIES

For projects that are State or Federal funding; With respect to Disadvantaged Business
Enterprises, CONTRACTOR shall do the following:

(1) Pay each subcontractor under this prime contract for satisfactory performance of its
contract no later than ten (10) days from the receipt of each payment the prime contractor receives
from TOWN. Any delay or postponement of payment from the above-referenced time frame may
occur only for good cause following written approval of TOWN. This clause applies to both DBE
and non-DBE subcontractors.

(2) Release all retainage owed to a subcontractor for satisfactory completion of the
accepted work within thirty (30) days after TOWN's payment to CONTRACTOR. Any delay or
postponement of payment from the above-referenced time frame may occur only for good cause
following written approval of TOWN. This clause applies to both DBE and non-DBE
subcontractors.

ARTICLE XX: PREVAILING WAGES

Prevailing Wage. This project is subject to the requirements of Section 1720 et seq.
of the California Labor Code requiring the payment of prevailing wages, the training of
apprentices and compliance with other applicable requirements. Contractors and all
subcontractors who perform work on the project are required to comply with these
requirements. Prevailing wages apply to all projects over $1,000 which are defined as a
“public work” by the State of California. This includes: construction, demolition, repair,
alteration, maintenance and the installation of photovoltaic systems under a Power Purchase
Agreement when certain conditions are met under Labor Code Section 1720.6. This include
service and warranty work on public buildings and structures.

1. The applicable California prevailing wage rate can be found at www.dir.ca.gov and are
on file with the Town of Los Gatos Parks and Public Works Department, which shall be
available to any interested party upon request. The contractor is also required to have a
copy of the applicable wage determination posted and/or available at each jobsite.

2. Specifically, contractors are reminded of the need for compliance with Labor Code
Section 1774-1775 (the payment of prevailing wages and documentation of such), Section
1776 (the keeping and submission of accurate certified payrolls) and 1777.5 in the
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employment of apprentices on public works projects. Further, overtime, weekend and
holiday pay, and shift pay must be paid pursuant to applicable Labor Code section.

The public entity for which work is being performed or the California Department of
Industrial Relations may impose penalties upon contractors and subcontractors for failure
to comply with prevailing wage requirements. These penalties are up to $200 per day per
worker for each wage violations identified; $100 per day per worker for failure to provide
the required paperwork and documentation requested within a 10-day window; and $25
per day per worker for any overtime violation.

As a condition to receiving progress payments, final payment and payment of retention
on any and all projects on which the payment of prevailing wages is required, the
contractor agrees to present to the TOWN, along with its request for payment, all
applicable and necessary certified payrolls (for itself and all applicable subcontractors) for
the time period covering such payment request. The term “certified payroll” shall include
all required documentation to comply with the mandates set forth in Labor Code Section
1720 et seq, as well as any additional documentation requested by the Agency or its
designee including, but not limited to: certified payroll, fringe benefit statements and
backup documentation such as monthly benefit statements, employee timecards, copies
of wage statements and cancelled checks, proof of training contributions (CAC2 if
applicable), and apprenticeship forms such as DAS-140 and DAS-142.

In addition to submitting the certified payrolls and related documentation to the TOWN,
the contractor and all subcontractors shall be required to submit certified payroll and
related documents electronically to the California Department of Industrial Relations.
Failure to submit payrolls to the DIR when mandated by the project parameters shall also
result in the withholding of progress, retention and final payment.

. No contractor or subcontractor may be listed on a bid proposal for a public works project
unless registered with the Department of Industrial Relations pursuant to Labor Code
section 1725.5 [with limited exceptions from this requirement for bid purposes only under
Labor Code section 1771.1(a)].

. No contractor or subcontractor may be awarded a contract for public work on a public
works project, unless registered with the Department of Industrial Relations pursuant to
Labor Code section 1725.5. Contractors MUST be a registered “public works contractor”
with the DIR AT THE TIME OF BID. Where the prime contract is less than $15,000 for
maintenance work or less than $25,000 for construction alternation, demolition or repair
work, registration is not required.

Should any contractor or subcontractors not be a registered public works contractor and
perform work on the project, Contractor agrees to fully indemnify the TOWN for any
fines assessed by the California Department of Industrial Relations against the TOWN for
such violation, including all staff costs and attorney’s fee relating to such fine.
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9. The TOWN shall withhold any portion of a payment; including the entire payment
amount, until certified payroll forms and related documentation are properly submitted,
reviewed and found to be in full compliance. In the event that certified payroll forms do
not comply with the requirements of Labor Code Section 1720 et seq., the TOWN may
continue to hold sufficient funds to cover estimated wages and penalties under the
contract.

ARTICLE XXI: ENTIRE AGREEMENT

This Agreement contains the entire understanding between the parties with respect to the
subject matter herein. There are no representations, agreements or understandings (whether oral
or written) between or among the parties relating to the subject matter of this Agreement which
are not fully expressed herein.

ARTICLE XXII: PUBLIC RECORDS

The parties recognize and acknowledge that TOWN is subject to the California Public
Records Act, California Government Code Section 6250 and following. Public records are subject
to disclosure.

ARTICLE XXIII: NOTICES

Any notice required to be given to CONTRACTOR shall be deemed to be duly and
properly given if mailed to CONTRACTOR, postage prepaid, addressed to:

CONTRACTOR NAME
ADDRESS
CITY, STATE ZIP

or personally delivered to CONTRACTOR at such address or at such other addresses as
CONTRACTOR may designate in writing to TOWN.

Any notice required to be given TOWN shall be deemed to be duly and properly given if
mailed to TOWN, postage prepaid, addressed to:

WoolJae Kim
Town Engineer
TOWN OF LOS GATOS
41 Miles Avenue
Los Gatos, California 95030

or personally delivered to TOWN at such address or at such other addresses as TOWN may
designate in writing to CONTRACTOR.
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ARTICLE XXIV: SECTION 7106 FORM
Attached to the Agreement is a fully executed and sworn non-collusion affidavit as

required by Section 7106 of the California Public Contracts Code. Said affidavit is incorporated
herein by this reference.
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IN WITNESS WHEREQOF, the parties to these presents have hereunto set their hands the year and

date first written above.

APPROVED AS TO CONTENT:

Nicolle Burnham
Director of Parks and Public Works

APPROVED AS TO FORM:

"TOWN":
TOWN OF LOS GATOS

By:

Laurel Prevetti
Town Manager

Attest:

Gabrielle Whelan, Town Attorney
CONTRACTOR:

Name:

Address:

Tax ID No. or SSAN:

Wendy Wood, CMC, Town Clerk

By:

Title:

Title:
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CONTRACTOR'S BOND FOR LABOR AND MATERIAL

KNOW ALL MEN BY THESE PRESENTS:

That , as Principal, and

)

incorporated under the laws of the State of
and authorized to execute bonds and undertakings as Surety, are held and firmly bound unto any
and all materialmen, persons, companies or corporations furnishing materials, provisions,
provender or other supplies used in, upon, for or about the performance of the work contracted to
be executed or performed under the contract hereinafter mentioned, and all persons, companies or
corporations renting implements or machinery, or hiring crews, for or contributing to said work to
be done, and all persons who perform work or labor upon the same, and all persons who supply
both work and materials, and whose claim has not been paid by the contractor, company, or
corporations in the just and full sum of Dollars ($ ),
for the payment whereof, well and truly to be made, said Principal and Surety bind themselves,
their administrators, successors and assigns, jointly and severally firmly by these presents.

The condition of the foregoing obligation is such that; WHEREAS, the above-bounden
Principal has entered into a certain contract attached hereto and incorporated herein by reference
as though fully set forth, with the TOWN OF LOS GATOS, to do and perform the following work;
to wit:
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as required by the plans and specifications, pursuant to the award made to said contractor by the
Council of the TOWN OF LOS GATOS, on 2022, as will more fully appear by
reference to the minutes of said Council of said TOWN of said date.

NOW, THEREFORE, if the above-bounden Principal, contractor, person, company, or
corporation, or his agent, or the subcontractors, fails to pay for any materials, provisions,
provender, or other supplies, or crews used in, upon, for, or about the performance of the work
contracted to be done, or for any work or labor done thereon of any kind, or for amounts due under
the Unemployment Insurance Act with respect to such work or labor, or for any amount required
to be deducted, withheld, and paid over to Franchise Tax Board, from the wages of employees of
the contractor or subcontractor, pursuant to Section 18806 of the Revenue and Tax Code, then the
Surety of this bond will also pay the same in an amount not exceeding the sum specified in the
bond; and also, in case suit is brought upon this bond, a reasonable attorney's fee, which shall be
awarded by the court to the prevailing party in said suit, said attorney's fee to be taxed as costs in
said suit and to be included in the judgment therein rendered.

The surety hereby stipulates and agrees that no change, extension of time, alteration or
addition to the terms of the agreement or to the work to be performed thereunder or to the
specifications accompanying the same shall in any way affect its obligation on this bond and it
does hereby waive notice of any such change, extension of time, alteration or addition to the terms

Page 30



Project #816-0420 Annual Storm Drain Improvements — 62 Ellenwood Avenue

of the agreement or to the work or to the specifications.

This bond is executed and filed to comply with the provisions of Sections 3247, ef seq., of
the Civil Code.

Signed and sealed this day of ,2022.
BY: BY:
CONTRACTOR SURETY (Address and Phone No.)
(CORPORATE SEAL) (SURETY SEAL)
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The amount of the within obligation is hereby fixed by the TOWN Council in the sum of
(CONTRACT AMOUNT) Dollars ($XXXXX), that sum being one hundred percent (100%) of the
contract price, is by said TOWN Council deemed adequate, and is the sum fixed by it for that
purpose and the TOWN Manager is hereby authorized to approve said bond.

APPROVED AS TO FORM:

Gabrielle Whelan, Town Attorney Laurel Prevetti, Town Manager

ATTEST:

Wendy Wood, CMC, Town Clerk
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CONTRACTOR'S BOND FOR FAITHFUL PERFORMANCE

KNOW ALL MEN BY THESE PRESENTS:

That , as Principal, and
incorporated under the laws of the State of , and authorized to execute bonds
and undertakings as Surety, are held firmly bound unto the TOWN OF LOS GATOS, a municipal
corporation of the State of California, in the sum of Dollars ($ ),

for payment whereof, well and truly to be made, said Principal and Surety bind themselves, their
administrators, successors and assigns, jointly and severally, firmly by these presents.

The condition of the foregoing obligation is such that: WHEREAS, the above-bounden
Principal has entered into a certain contract attached hereto and incorporated herein by reference
as though fully set forth, with the TOWN OF LOS GATOS, to do and perform the following work;
to wit:
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as required by the plans and specifications, pursuant to the award made to said contractor by the

Council of the TOWN OF LOS GATOS, on , 2020, as will more fully
appear by reference to the minutes of said Council of said date.

The surety hereby stipulates and agrees that no change, extension of time, alteration or
addition to the terms of the agreement or to the work to be performed thereunder or to the
specifications accompanying the same shall in any way affect its obligation on this bond and it
does hereby waive notice of any such change, extension of time, alteration or addition to the terms
of the agreement or to the work or to the specifications.
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NOW, THEREFORE, if the above-bounden Principal shall well and truly perform the work
contracted to be performed under said contract, then this obligation shall be void; otherwise, to
remain in full force and effect.

Signed and sealed this day of ,2022.
BY: BY:
CONTRACTOR SURETY (Address and Phone No.)
(CORPORATE SEAL) (SURETY SEAL)
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The amount of the within obligation is hereby fixed by the TOWN Council in the sum of
(CONTRACT AMOUNT) Dollars ($XXXXX), that sum being one hundred percent (100%) of the
contract price, is by said TOWN Council deemed sufficient and adequate, and is the sum fixed by
it for that purpose.

APPROVED AS TO FORM:

Gabrielle Whelan, Town Attorney Laurel Prevetti, Town Manager

ATTEST:

Wendy Wood, CMC, Town Clerk
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PART II - SPECIAL PROVISIONS
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SECTION 1 DEFINITIONS AND TERMS

1-1.01

DEFINITIONS

Wherever in these Specifications and other Contract Documents the following terms or pronouns
in place of them are used, the intent and meaning shall be interpreted as follows:

A.

B.

Agency. The Town of Los Gatos, Department of Parks and Public Works.

Contract Documents. The Notice to Contractors, Information for Bidders, Bid Form,
Designation of Subcontractors, Agreement, Bidder's Bond, Performance Bond, Labor
and Material Payment Bond, Progress Schedule, General Conditions, Equal
Employment Opportunity Conditions if applicable, Technical Provisions, Plans,
Specifications, and such provisions of the Standard Specifications of the State of
California, Department of Transportation, dated 2010, except as specifically noted in
the Technical Specifications, are hereby incorporated by reference.

Contractors. The person, firm, partnership, or corporation to whom this Contract is
awarded by Owner and who is subject to the terms thereof.

Director of Parks and Public Works. The Director of Parks and Public Works of the
Town of Los Gatos and the representative of the Director of Parks and Public Works,
duly authorized and appointed by the Director of Parks and Public Works.

Engineer. The Town Engineer of the Town of Los Gatos, or the representative of the
Town Engineer duly authorized and appointed by the Town Engineer. In the event
Owner has hired any person or corporation as an independent Contractor to act in lieu
of the Town Engineer, the term "Engineer" shall be deemed to include such person or
corporation.

Governing Body of the Owner. The Town Council of the Town of Los Gatos.
Inspector. The Inspector employed by Owner to perform inspection during
construction of the work, under the direction of the Director of Parks and Public
Works.

Owner. The Town of Los Gatos, a municipal corporation in the State of California.
Plans. The Official Plans, working drawings or exact reproductions thereof, approved
by the Governing Body of the Owner which show the location, character, dimensions
and details of the work on the Project and the work to be done. The Plans are to be

considered as a part of the Contract Documents, complementary to the Specifications.

Project. The entire public improvement proposed by Owner to be constructed in
whole or in part, pursuant to this Contract.
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K. Specifications. The directions, provisions, and requirements contained herein, or
contained in any Specifications referred to herein, pertaining to the method and
manner of performing the work on the Project, or to the quantities, or the quality of
materials to be furnished under the Contract.

L. Standard Specifications. The Standard Specifications of the State of California,
Department of Transportation, dated 2010, except as specifically noted in the
Technical Specifications.

M. Subcontractor. A person, firm, partnership, or corporation having a direct contract
with Contractor and not with Owner, for the performing of work or labor or the
rendering of service to Contractor for the work.

N. Surety. Any persons, firm, partnership, or corporation that executes as Surety on
Contractor's Performance Bond or Contractor's Labor and Material Bond or Bidder's
Bond.

0. Work. Work to be performed on the Project under this Contract, including work
normally done at the site of the Project plus labor and materials.

1.1.02 SPECIFICATIONS

Wherever in these Specifications the term "Standard Specifications" is used, it shall mean the
State of California, Department of Transportation, Standard Specifications, dated 2010, except as
specifically noted in the Technical Specifications. In case of conflict between the Standard
Specifications and these Specifications, these Specifications shall take precedence over and be
used in lieu of such conflicting portions.

Any item not covered in these Specifications shall be performed in accordance with the
appropriate section of the Standard Specifications. Whenever in the Standard Specifications the
following terms are used, they shall be understood to mean and refer to the following:

A. Department of Public Works. The Town of Los Gatos, Department of Parks and
Public Works.

B. Director of Parks and Public Works. The Town of Los Gatos, Director of Parks and
Public Works.

C. Engineer. The Engineer is defined as acting either directly or through properly
authorized agents, such agents acting within the scope of the particular duties

entrusted to them.

D. Laboratory. The designated laboratory authorized by the Town of Los Gatos to test
materials and work involved in the Contract.
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E. State. The Town of Los Gatos.
1-1.03 GENERAL

All work shall be done in conformance with the applicable provisions of the Standard
Specifications except as modified herein. Payment for work, equipment and materials not
specifically covered herein shall be included in the payment for related items of work. No
additional payment will be made for work, equipment or materials not covered in these plans and
specifications, but necessary to ensure a completed project as specified. Any plan or method of
work suggested by the Owner or the Engineer to Contractor but not specified or required, if
adopted or followed by Contractor in whole or in part, shall be used at the risk and responsibility
of Contractor; and the Owner and the Engineer shall assume no responsibility therefor and in no
way be held liable for any defects in the work which may result from or be caused by use of such
plans or method of work.

1-1.04 STATEMENT OF WORK

Furnish all labor, equipment and materials and perform all work called for in the Contract
Documents and as necessary to furnish to the Town a complete project ready for use.

1-1.05 DRAWINGS

Drawings are also referred to as the Plans. One set of the Contract Plans and Specifications will
be furnished without charge to the Contractor to whom the contract for the work is awarded. The
Plans and Specifications are available at the Parks and Public Works, Engineering Division, 41
Miles Avenue, Los Gatos, California.

1-1.06 BUSINESS LICENSE

All Contractors, whether they be general Contractors or subcontractors, who transact or carry on
business in the Town of Los Gatos, shall acquire a Business License in conformance with
Chapter 14 of the Los Gatos Town Code.

1-1.07 SPECIAL NOTICE
Bidders are required to inform themselves fully of the conditions relating to construction and
labor under which the work will be or is now performed, and, so far as possible, the successful

bidder must employ such methods and means in carrying out his/her work as will not cause any
interruption or interference with any other Contractor.
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SECTION 2 PROPOSAL REQUIREMENTS AND CONDITIONS

2-1.01 GENERAL

The bidder's attention is directed to the provisions of Section 2, “Bidding,” of the Standard
Specifications, all of which are applicable to this Contract.

2-1.02 EXAMINATION OF PLANS, SPECIFICATIONS AND SITE WORK

Before submitting a bid, each bidder shall carefully read and review the Plans, Specifications,
and all other Contract Documents. The bidder shall visit the site of the Project and shall fully
inform himself/herself as to all existing conditions and limitations under which the work is to be
performed, and he/she shall include in his/her bid a sum to cover the cost of all items necessary
to perform the work as set forth in the Contract Documents. No allowance of any kind
whatsoever will be made to any bidder because of lack of such examination or knowledge. The
submission of a bid shall be conclusive evidence that the bidder has made such an examination.

If any person contemplating submitting a bid for the construction of the Project is in doubt as to
the true meaning of any part of the Plans, Specifications, or other Contract Documents, or finds
discrepancies in, or omissions from the Plans or Specifications, he/she may submit to the Owner
a written request for an interpretation or correction thereof not later than five (5) working days
before the date bids will be opened. The person submitting the request will be responsible for its
prompt delivery. Any interpretation or correction of the Contract Documents will be made only
by addendum and will be mailed or delivered to each person receiving a set of such documents.
The Owner will not be responsible for any other explanation or interpretation of the Contract
Documents.

2-1.03 CONTENTS OF BID

In order to receive consideration, all bids shall be made in accordance with the following
instructions:

A. Bids shall be made upon the form provided therefor, properly executed and with all
items filled out; the signature of all persons signing shall be in longhand.

B. Blank spaces in the bid must be properly filled in, and the phraseology thereof must

not be changed. Additions must not be made to the items mentioned therein. Any

unauthorized conditions, limitations or provisions attached to a proposal may cause

its rejection. Alterations by erasures or interlineation must be explained or noted in

the bid over the signature of the bidder.

Late bids will be returned to the bidder unopened.

Due to COVID-19, only electronic bids will be received on the Town of Los Gatos

plan room at www.losgatosplanroom.com on or before the day and hour set for the

opening of bids. It is the sole responsibility of the bidder to see that the bid is received

in proper time. After the bid opening, original bid bonds from the lowest three

responsible bidders must be submitted to the Town of Los Gatos, Parks and Public

on
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Works Director at 41 Miles Avenue, Los Gatos, CA 95030 and be postmarked within
three days of the bid opening date.

2-1.04 WITHDRAWAL OF BID

Any bidder may withdraw his/her bid, either personally or by a written request, at any time prior
to the scheduled time for opening of bids.

2-1.05 WITHDRAWAL OF BIDS AFTER OPENING

No bidder may withdraw his/her bid for a period of 60 calendar days after the date set for the
opening thereof, and the same shall be subject to acceptance by the Owner during this period.

2-1.06 SUBMISSION OF BIDS; AGREEMENT TO ASSIGN

In accordance with Government Code §4552, the bidder shall conform to the following
requirements. In submitting a bid to a public purchasing body, the bidder offers and agrees that if
the bid is accepted, he/she/it will assign to the purchasing body all rights, title, and interest in and
to all causes of action it may have under §4 of the Clayton Act (15 U.S.C. Sec. 15) or under the
Cartwright Act [Chapter 2 (commencing with §16700) of Part 2 of Division 7 of the Business
and Professions Code], arising from purchase of goods, materials, or services by the bidder for
sale to the purchasing body pursuant to the bid. Such assignment shall be made and become
effective at the time the purchasing body tenders final payment to the bidder.

2-1.09 LIST OF SUBCONTRACTORS

Bidders must submit a list of their proposed subcontractors in compliance with §§4100-4113 of
the Public Contract Code of the State of California. Forms for this designation are furnished in
the Bid Documents, Part I.

2-1.07 GUARANTEE OF MATERIALS AND EQUIPMENT

All materials and equipment furnished, and the work performed under these Specifications
and/or drawings, shall be guaranteed in writing for a period of two years from the date of final
acceptance against defective material, design and workmanship. In addition, the Contractor shall
guarantee in writing that the system as a whole shall be free of defects for a period of two years
from the date of final acceptance, the system shall operate perfectly, and all apparatus shall
perform in accordance with their individual Specifications.

The Contractor shall allow 10% of the faithful performance bond to remain in effect for a period
of two years following Town Council project acceptance as guarantee for any needed repair or
replacement caused by defective materials and workmanship.

2-1.08 PROPOSAL GUARANTY

The Bidder's Bond shall conform to the bond form included in the Proposal for the project and
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shall be properly filled out and submitted with the Proposal.
2-1.09 PRE-BID SITE INSPECTION

Prospective bidders shall carefully examine the jobsite. The submission of the bid shall be
conclusive evidence that the bidder has investigated and is satisfied as to the conditions to be
encountered, as to character, quality, and scope of work to be performed, the quantity of
materials to be furnished, and as to the requirements of the proposals, plans, specifications, and
the contract. All questions relative to this project must be submitted in writing and received a
minimum of five (5) working days prior to the bid opening date and shall be directed to:

Town of Los Gatos, Parks and Public Works Department
41 Miles Avenue, Los Gatos, CA 95030
Attention: Suyesh Shrestha, Assistant Engineer
Telephone: (408) 395-1437
E-mail: SShrestha@losgatosca.gov
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SECTION 3 AWARD AND EXECUTION OF CONTRACT

3-1.01 GENERAL

The bidder's attention is directed to the provisions of Section 3, “Contract Award and
Execution,” of the Standard Specifications, all of which are applicable to this Contract.

3-1.02 AWARD OR REJECTION OF BIDS

The Contract, if awarded, will be awarded to the lowest responsible bidder subject to Owner's
right to reject any or all bids and to waive any informality in the bids or the bidding. The award
of the contract, if it be awarded, will be to the lowest responsible bidder whose bid complies with
all the requirements prescribed.

All bids will be compared on the basis of the Bid Form of quantities of work to be done.
The determination of the low bid will be based on the grand total of base plus add alternate
bid items of work. The contract will be awarded to the lowest responsible bidder meeting
the contract requirements.

Bid protests are to be delivered to the following:

Town of Los Gatos, Parks and Public Works Department
41 Miles Avenue, Los Gatos, CA 95030
Attention: WooJae Kim, Town Engineer

Telephone: (408) 399-5773
Fax: (408) 354-8529

The award of the contract, if it be awarded, will be to the lowest responsible bidder whose bid
complies with all the requirements prescribed.

The contract shall be executed by the successful bidder and shall be returned together with the
contract bonds, to the Town so that it is received within ten (10) days, not including Saturdays,
Sundays and legal holidays, after the bidder has received the Notice of Award. Failure to do so
shall be just cause for forfeiture of the proposal guaranty. The executed contract documents shall
be delivered to the following address: Town of Los Gatos, Department of Parks and Public
Works, 41 Miles Avenue, Los Gatos, CA 95030.

3-1.03 SUBSTITUTION OF SUBCONTRACTORS
No Contractor whose bid is accepted shall:
A. Substitute any person as subcontractor in place of the subcontractor listed in the
original bid, except where the Town, or its duly authorized officer, may, except as

otherwise provided, have consented to the substitution in any of the following
situations:
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1. When the subcontractor listed in the bid after having had a reasonable
opportunity to do so fails or refuses to execute a written contract, when that
written contract, based upon general terms, conditions, plans and
specifications for the project involved or the terms of that subcontractor’s
written bid, is present to the subcontractor by the Contractor.

2. When the listed subcontractor becomes bankrupt or insolvent.

When the listed subcontractor fails or refuses to perform its subcontract.

4. When the listed subcontractors fails or refuses to meet the bond requirements
of the Contractor.

5. When the Contractor demonstrates to the Town that the name of the
subcontractor was listed as the result of an inadvertent clerical error.

6. When the listed subcontractor is not licensed at the time of bid pursuant to the
Contractor License Law on non-federally funded projects or at the time of
award on federally funded projects.

7. When the Town determined that the work performed by the listed
subcontractor is substantially unsatisfactory and not in substantial accordance
with the plans and specifications, or that the subcontractor is substantially
delaying or disruption the progress of the work.

[98)

Prior to the approval of the Contractor’s request for a substitution of subcontractor,
the Town shall give notice in writing to the listed subcontractor of the Contractor’s
request to substitute and of the reasons for the request. The notice shall be served by
certified or registered mail to the last known address of the subcontractor. The listed
subcontractor who has been notified shall have 5 working days within which to
submit written objections to the substitution to the Town. Failure to file these written
objections shall constitute the listed subcontractor’s consent to the substitution.

If a written objection is filed, the Town shall give notice in writing of at least 5
working days to the listed subcontractor of a hearing by the Town on the Contractor’s
request for substitution.

. Permit any subcontractor to be voluntarily assigned or transferred or allow it to be

performed by anyone other than the subcontractor listed in the original bid, without
consent of the Town.

. Other than in the performance of change orders causing changes or deviations from

the original contract, sublet or subcontract any portion of the work in excess of /2 of
one percent of the prime contractor’s total bid as to which the Contractor’s original
bid did not designate a subcontractor.

PERFORMANCE BOND AND LABOR AND MATERIALS BOND

At or prior to the delivery of the signed Agreement, the Contractor shall deliver to the Owner the
Performance Bond and Labor and Material Payment Bond as are required per these
Specifications. All bonds shall be on forms provided by Owner, and each shall be in an amount
equal to 100% of the contract price. All bonds shall be approved by the Director of Parks and

Page 46



Project #816-0420 Annual Storm Drain Improvements — 62 Ellenwood Avenue

Public Works before the successful bidder may proceed with the Work. Failure or refusal to
furnish bonds in the form satisfactory to the Director of Parks and Public Works shall subject the
bidder to penalties for delay in commencement of the Work or revocation of the Award of
Contract.

Pursuant to California Public Contract Code §22300, the Contractor will be permitted, at its
request and sole expense, to substitute securities for any monies withheld by the Town to ensure
performance under the contract. Said securities will be deposited either with the Town or with
the state or federally chartered bank as escrow agent. Securities eligible for this substitution are
those listed in California Government Code §16430 or bank or savings and loan certificate of
deposit, interest bearing demand deposit accounts, standby letters of credit, or any other mutually
agreed to by Contractor and the Owner. The Contractor shall be the beneficial owner of any
securities substituted for monies withheld and shall receive any interest thereon.
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SECTION 4 SCOPE OF WORK, TIME OF COMPLETION, AND LIQUIDATED
DAMAGES

4-1.01 GENERAL

A. The bidder's attention is directed to the provisions of Section 4, “Scope of Work,” of
the Standard Specifications, all of which are applicable to this Contract.

4-1.02 TIME OF COMPLETION
The Contractor shall begin work as stipulated in the Notice to Proceed.

The Contractor shall diligently prosecute the work to completion before the expiration of thirty
(30) working days after the date of the first working day. The time of completion shall include
all allowances for mobilization and total completion of all work including final punch list work
and final clean up.

4-1.03 LIQUIDATED DAMAGES

Time is of the essence for completion of this project. The Contractor shall pay to the Town of
Los Gatos the sum of Five Hundred Fifty Dollars ($500.00) per day for each and every calendar
day's delay in the finishing of the work in excess of working days prescribed above. Liquidated
damages shall also be assessed for non-compliance with the requirements stated in "Hours of
Work" under Section 10-1, “General Construction Requirements,” of the Technical
Specifications.

If the Work is not completed by Contractor in the time specified herein, or within any period of
extension as above authorized, it is understood that the Owner will suffer damage; and it being
impracticable and infeasible to determine the amount of actual damage, it is agreed that the
Contractor shall pay to the Owner, as fixed and liquidated damages, and not as a penalty, the sum
as stated in the Contract, and the Contractor and the Contractor's Surety shall be liable for the
amount thereof; provided, however, that the Contractor shall not be charged liquidated damages
because of any delays in the completion of the work due to unforeseeable causes beyond the
control and without the fault or negligence of Contractor (including, but not restricted to, Acts of
God or of the public enemy, acts of the Government, acts of the Owner, fires, floods, epidemics,
quarantine restrictions, strikes and freight embargoes).

The Contractor shall, within 10 calendar days from the beginning of any such delay, notify the
Owner in writing of the cause of the delay and the amount of time extension requested, if any;
whereupon the Owner shall ascertain the facts and the extent of the delay and extend the time for
completing the Work when, in its judgment and for the amount of time if any, the findings of fact
justify such an extension. The Director of Parks and Public Works' determination shall be final
and binding on the parties hereto.

4-1.04 CHANGED CONDITIONS

A. Differing Site Conditions
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1. During the progress of the work, if subsurface or latent physical conditions are
encountered at the site differing materially from those indicated in the contract or
if unknown physical conditions of an unusual nature, differing materially from
those ordinarily encountered and generally recognized as inherent in the work
provided for in the contract, are encountered at the site, the party discovering such
conditions shall promptly notify the other party in writing of the specific differing
conditions before the site is disturbed and before the affected work is performed.
If you fail to promptly notify the Engineer, you waive the differing site condition
claim for the period between your discovery of the differing site condition and
your notification to the Engineer. If you disturb the site after discovery and before
the Engineer's investigation, you waive the differing site condition claim.

4-1.05 NOTIFICATION OF CHANGE IN CONDITION

Pursuant to Public Contracts Code §7104, when trenches or other excavations must be dug
pursuant to this Contract that extend deeper than 4 feet below the surface, the Contractor shall
promptly, and before the following conditions are disturbed, notify the Owner in writing of any:

A. Material that the Contractor believes may be material that is hazardous waste, as
defined in Health & Safety Code §25117, that is required to be removed to a Class I,
Class II, or Class III disposal site in accordance with provisions of existing law; or,

B. Subsurface or latent physical conditions at the site differing from those indicated; or,

C. Unknown physical conditions at the site of any unusual nature, different materially
from those ordinarily encountered and generally recognized as inherent in the work of
the character provided for in the Contract.

The Owner will promptly investigate the conditions identified by the Contractor, and if the
Owner finds that the conditions do materially so differ, or do involve hazardous waste, and cause
a decrease or increase in the Owner's cost of, or the time required for, performance of any part of
the work will issue a change order under the procedures described in the Contract Documents.
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SECTION 5 CONTROL OF WORK

5-1.01 GENERAL

The bidder's attention is directed to the provisions of Section 5, “Control of Work,” of the
Standard Specifications, all of which are applicable to this Contract.
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SECTION 6 CONTROL OF MATERIALS

6-1.01 GENERAL

The bidder's attention is directed to the provisions of Section 6, “Control of Materials,” of the
Standard Specifications, all of which are applicable to this Contract.

6-1.02 TOWN FURNISHED MATERIALS

Temporary “No Parking” signs shall be provided by the Town for the Contractor’s use on this
project.

6-1.03 SUBMITTALS

The Contractor shall submit to the Engineer the following at least three (3) working days before
the pre-construction conference:

Construction Schedule

Traffic Control Plan

Notice to Residents, Businesses, and Schools (draft form)
Materials Submittals Binder (or electronic)

P

All submittals listed above must be received and processed by the Engineer prior to the issuance
of the Notice to Proceed. Any exceptions or rejected submittals will be remedied and resubmitted
for the Engineer’s review prior to the issuance of the Notice to Proceed. Payment shall be
deemed included in the various other items of work and no additional compensation shall be
allowed therefore.

6-1.04 MATERIALS SUBMITTAL LIST

The materials proposed by the Contractor to be used on this contract shall be submitted for
approval to the Engineer three (3) working days before the pre-construction conference.

Manufacturer's specifications shall be supplied along with submittal list for all applicable
products on the list.

Certificates of Compliance shall be submitted in accordance with Section 6-3.05E, “Certificates
of Compliance,” of the Standard Specifications, including the individual material specification of
these Special Provisions.

Submittals shall contain:

1. The date of submission and the dates of any previous submissions, including
identification of revision or re-submittals.

2. The Project title and number.

Contractor identification, names of subcontractors, suppliers, and manufacturers.

4. Specification section number(s) and bid item(s) which pertain.

(98]
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5. Applicable standards, such as ASTM, Federal, or Standard Specification numbers.
Certified test results indicating performance of materials/products with regard to Standard
Specification requirements.

6. A 57x 3” blank space for the Engineer’s stamp.

7. The Contractor is required to initial or sign the submittal, certifying the review of
submittals and verification of products, field construction criteria, and coordination of the
information within the submittal and the project Plans and Specifications.

The Contractor shall be required to review and approve all submittals and provide them signed as
evidence thereof, prior to submitting to the Engineer for review. Submittals that are not signed
by the Contractor will be rejected. Submittals shall be numbered consecutively.

The preparation of plans, drawings, and necessary documents, as required by the following
submittal lists, shall be considered as part of the requirements of other items of work and no

additional compensation shall be allowed therefore.

The Engineer reserves the right to reject any item that does not fulfill the requirements of the
Plans, the Standard Specifications, and the Special Provisions.
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TOWN OF LOS GATOS
Submittal List

DESCRIPTION

1. Construction Schedule

2. Traffic Control Plan

3. Notices to Residents, Businesses, and Schools

Materials Submittal List:

REQUIRED SUBMITTAL
CUT-SHEETS INFORMATION | COMPLIANCE

4. Reticuline Grate X

5. Class 2 Aggregate Base X X

6. Type A, 2” max. Hot Mix Asphalt (HMA) X X

7. Concrete X X

8. High Density Polyethylene (HDPE) X X

9. Rock Slope Protection X

10. Manhole Frame and Cover (Bolt-Down) X X X
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6-1.05 Record Drawings

The Contractor shall mark all project conditions, locations, configurations, and any other
changes or deviations, which may vary from the plans represented on the original Contract
documents, including buried or concealed construction and utility features which are revealed
during the course of construction. The Contractor shall keep and maintain the said records and
submit a monthly updated set of Record Drawings to the Engineer. Progress payments may be
withheld until the Contractor submits the monthly updated Record Drawing to the Engineer. No
final payment will be made until the record drawings are delivered.
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SECTION 7 LEGAL RELATIONS AND RESPONSIBILITIES

7-1.01 GENERAL

The bidder's attention is directed to the provisions of Section 7, “Legal Relations and
Responsibility to the Public,” of the Standard Specifications, all of which are applicable to this
Contract.

7-1.02 PREVAILING WAGE
Attention is directed to Section 7-1.02K(2), “Wages,” of the Standard Specifications and as

determined/published by the Department of Industrial Relations for the State of California, as
indicated in the following website: http://www.dir.ca.gov/dlsr/pwd/index.htm.

If the published wage rate does not refer to a predetermined wage rate to be paid after the
expiration date, said published rate of wage shall be in effect for the life of this contract. If the
published wage rate refers to a predetermined wage rate to become effective upon expiration of
the published wage rate and the predetermined wage rate is on file with the Department of
Industrial Relations, such predetermined wage rate shall become effective on the date following
the expiration date and shall apply to this contract in the same manner as if it had been published
in said publication. If the predetermined wage rate refers to one or more additional expiration
dates with additional predetermined wage rates, which expiration dates occur during the life of
the contract, each successive predetermined wage rate shall apply to this contract on the date
following the expiration date of the previous wage rate. If the last of such predetermined wage
rate expires during the life of this contract, such wage rate shall apply to the balance of the
contract.

Pursuant to California Labor Code §1770, any Contractor who is awarded a public works project
and intends to use a craft of classification not shown on the general prevailing wage
determinations, may be required to pay the wage rate of that craft of classification most closely
related to it as shown in the general determinations effective at the time of the calls for bids.

Statutory provisions for penalties for failure to pay prevailing wages and for failure to comply
with state wage and hour laws will be enforced. Eight hours of labor constitutes a day’s work.
The Contractor must comply with the statutory requirements relating to certified copies of
payroll records, including the maintenance of the records, their certification and their availability
for inspection.

7-1.03 PAYROLL RECORDS

The Contractor shall comply with Section 7-1.02K(3), “Certified Payroll Records,” of the
Standard Specifications. It shall be amended to include:

Certified payroll records shall be submitted weekly for the life of the project to a representative
of the body awarding the contract. Electronic certified payroll records must be submitted weekly
or at the conclusion of each payroll period directly to the Labor Commissioner using DIR's
online system.
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7-1.04 LEGAL RELATIONS AND RESPONSIBILITY

A. Notices. Any notice from one party to the other under this Contract shall be in writing
and shall be dated and signed by the party giving such notice, or by a duly authorized
representative of such party. Any such notice shall not be effective for any purpose
whatever unless served in the following manner:

a. If the notice is given to Owner, it must be by personal delivery thereof to the
Director of Parks and Public Works or by depositing the same in the United
States mails, enclosed in a sealed envelope, addressed to Owner for the
attention of said Director of Parks and Public Works, 41 Miles Avenue, Los
Gatos, California 95030, postage prepaid and registered;

b. If the notice is given to the Contractor, it must be by personal delivery thereof
to the Contractor, or to the Contractor's foreman at the site of the work, or by
depositing the same in the United States mails, enclosed in a sealed envelope
addressed to the Contractor at the Contractor's regular place of business or at
such other address as may have been established for the conduct of the work,
postage prepaid and registered; or

3. If'the notice is given to the Surety or any other person, by personal delivery to
such Surety or by depositing the same in the United States mails, enclosed in a
sealed envelope, addressed to such Surety or person at the address of such
Surety or person last communicated by him to the party giving the notice,
postage prepaid and registered; and

d. The effective date of such notice(s) shall be the date personal delivery is made
or the date shown on the return receipt of the registered mailed notice.

7-1.05 PUBLIC SAFETY - NOISE

It shall be the Contractor’s responsibility to keep noise pollution due to construction activities as
low as possible. In no case shall noise levels produced by the Contractor exceed either of the
following maximums:

A. No individual piece of equipment shall produce a noise lever exceeding 85dBA at a
distance of 25 feet.

B. The noise level at no point outside of the property line or temporary construction area
shall not exceed 85 dBA. No equipment violating these standards will be allowed to
operate.

In no case shall the Contractor’s operations violate the noise ordinance (Chapter 16) of the Town
Code.

7-1.06 EQUAL EMPLOYMENT OPPORTUNITY POLICY
From and after the award of the Contract and during the course of the work on the project, the

Contractor shall comply with the following Equal Employment Opportunity Conditions. The
Contractor adopts and accepts as its operating policy the following statement:
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"It is the policy of this company to assure that applicants are employed and that
employees are treated during employment without regard to their race, religion, sex,
color, or national origin. Such action shall include employment, upgrading, demotion,
transfer, recruitment and recruitment advertising, termination, pay, and selection for
training, including apprenticeship."

7-1.07 DEBARRED CONTRACTORS AND SUBCONTRACTORS

Pursuant to Public Contract code § 6109, Contractors and subcontractors who are ineligible
pursuant to Labor Code §§ 1777.1 and 1777.7 are prohibited from work on the project

7-1.08 DISQUALIFICATION FROM FUTURE CONTRACTS

A finding by the Town Council that the Contractor has failed to comply with these Equal
Employment Opportunity Conditions and has failed to make a reasonable and substantial effort
to so comply, or a finding of willful violation of the nondiscrimination provisions of the State of
California Fair Employment Practices Act, or similar provisions of Federal law or Executive
Order, in the performance of work on the project shall be deemed a basis for determining the
Contractor to be not a "responsible bidder" as to future contracts for which the Contractor may
submit bids. A finding of willful violation of the nondiscrimination provisions of the State of
California Fair Employment Practices Act shall be deemed to have occurred upon receipt by the
Owner of written notice from the California Fair Employment Practices Commission that it has
investigated and determined that the Contractor has violated said Fair Employment Practices Act
and has issued an order under Government Code §12970, or obtained judgment and order of
enforcement under Government Code §12973.

7-1.09 PUBLIC WORKS CONTRACTS; ASSIGNMENT TO AWARDING BODY

In entering into a public works contract or a subcontract to supply goods, services, or materials
pursuant to a public works contract, the Contractor or subcontractor offers and agrees to assign to
the awarding body all rights, title, and interest in and to all causes of action it may have under
Section 4 of the Clayton Act (15 U.S.C. Sec. 15) or under the Cartwright Act (Chapter 2 of Part
2 of Division 7 of the Business and Professions Code), arising from purchases of goods, services,
or materials pursuant to the public works contract or the subcontract (California Public Contract
Code §7103.5). This assignment shall be made and become effective at the time the Owner
tenders final payment to the Contractor, without further acknowledgment by the parties.

7-1.10 UNFAIR BUSINESS PRACTICE CLAIMS

Pursuant to Public Contract Code § 7103.5, the Contractor agrees to assign all unfair business
practices claims under the Clayton Act and the Cartwright Act to the Town of Los Gatos.

7-1.11 CLAIMS

The Contractor shall not be entitled to the payment of any additional compensation for any act,
or failure to act, by the Engineer, including failure or refusal to issue a change order, or for the
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happening of any event, thing, occurrence, or other cause, unless the Contractor shall have given
the Engineer due written notice of potential claim specified in the Standard Specifications and
these Special Provisions.

The written notice of potential claim shall set forth the reasons for which the Contractor believes
additional compensation will or may be due, the nature of the costs involved, and insofar as
possible, the amount of the potential claim. The notice as above required must have been given
to the Engineer prior to the time that the Contractor shall have performed the work giving rise to
the potential claim for additional compensation, if based on an act or failure to act by the
Engineer, or in all other cases within 10 days after the happening of the event, thing, occurrence,
or other cause, giving rise to the potential claim. Town may request additional information from
Contractor regarding the Contractor’s claim which shall be provided to the Town within 10 days
of the request. If the Contractor fails to provide notice as stipulated in this section, the Claim will
be considered invalid, and no compensation will be allowed therefore.

It is the intention of this section that differences between parties arising under and by virtue of
the contract be brought to the attention of the Engineer at the earliest possible time in order that
such matters may be settled, if possible, or other appropriate action promptly taken. The
Contractor herby agrees that they shall have no right to additional compensation for any claim
that may be based on any such act, failure to act, event, thing or occurrence for which no written
notice of potential claim as herein required was filed.

The Contractor shall keep full and complete records of the costs and additional time incurred for
any work for which a claim for additional compensation is made. The Engineer or any
designated claim investigator or auditor shall have access to those records and any other records
as may be required by the Engineer to determine the facts or contentions involved in the claims.
Failure to permit access to those records shall be sufficient cause for denying the claims.

Any claim for overhead type expenses or costs, in addition to being certified as stated above,
shall be supported by an audit report of an independent Certified Public Accountant. Any claim
for overhead shall also be subject to audit by the Town at its discretion.

Any costs or expenses incurred by the Town in reviewing or auditing any claims that are not
supported by the Contractor’s cost accounting or other records shall be deemed to be damages
incurred by the Town within the meaning of the California False Claims Act.

The Engineer will make the final determination of any claim which remains in dispute after
completion of the claim review. The Contractor may be allowed to make a presentation in
support of those claims.

Upon final determination of the claims, the Engineer will then make and issue the Engineer’s
final estimate in writing and within 30 days thereafter the Town will pay the entire sum, if any,
found due thereon. That final estimate shall be conclusive and binding against both parties to the
contract on all questions relating to the amount of work done and the compensation payable
therefore, except as otherwise provided in Section 5-1.27, “Records,” and Section 9-1.21,
“Clerical Errors,” of the Standard Specifications.
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SECTION 8 PROSECUTION AND PROGRESS

8-1.01 GENERAL

The bidder's attention is directed to the provisions of Section 8, ““ Prosecution and Progress,” of
the Standard Specifications, all of which are applicable to this Contract, except that it shall be the
bidder's responsibility to contact the utility companies and to determine for itself what, if any
utility construction, removal, alteration or relocation work might delay or otherwise affect its
operations under this Contract, and the Contractor shall not be entitled to any compensation for
such delay or effect, except that time extensions may be granted, at the option of the Engineer as
provided for in the Standard Specifications and these Specifications.

8-1.02 ADJUSTMENT AND PRESERVATION OF UTILITIES

This section is supplemental to the Standard Specifications. In case of conflict, these conditions
shall govern insofar as applicable.

It shall be the sole responsibility of the Contractor to pothole and verify the exact locations and
depths of all utilities prior to making borings or excavations. Power poles and overhead wires
shall be protected. Call Underground Service Alert (USA) at 1-800-227-2600 prior to any
digging.

The Contractor shall notify the Engineer of the Contractor's findings in writing where possible
conflicts may exist.

The Contractor shall bear full responsibility for all damages and cost of repairs to existing
utilities and surface improvements that are to remain or not in direct conflict. If any utilities or
improvements, including sprinklers, are damaged during the course of construction, all expenses,
or whatever nature, arising from the restoration of improvements to its original conditions shall
be borne by the Contractor, and no additional compensation shall be allowed therefor.

Any damaged, broken or cracked utility boxes must be brought to the attention of the Public
Works Inspector prior to construction or the Contractor shall assume liability for the damaged
boxes.

Unless otherwise indicated on the drawings or specified herein, the Contractor shall maintain in
service all water, gas, and sewer lines and any lighting, power, and telephone surface and sub-
surface structures of any nature that may be affected by the work.

If the Contractor fails to maintain and protect such facilities, the Town of Los Gatos reserves the
right, if requested by the owners of the utilities, to permit the Owner to move or maintain the
utilities at the Contractor's expense.

Should it become necessary in the performance of the work to disconnect or re-route any

underground utility due to a direct conflict with the new work, Contractor shall inform the
respective utility company involved.

Page 59



Project #816-0420 Annual Storm Drain Improvements — 62 Ellenwood Avenue

SECTION 9 MEASUREMENT AND PAYMENT

9-1.01 GENERAL

The bidder's attention is directed to the provisions of Section 9, “Payment,” of the Standard
Specifications, all of which are applicable to this Contract.

9-1.02 MEASUREMENT AND PAYMENT

A. Progress Payments. On or before the 20" day of each month, the Contractor shall prepare
and forward to Owner an estimate, in writing, of the total amount of the work completed
in place, and the value thereof as of the 15" day of each month.

The Owner shall retain 5% of such estimated value of the work completed in place,
unless otherwise approved by the Engineer, and shall pay to the Contractor, while
carrying on the work, the balance not retained, as aforesaid, after deducting therefrom all
previous payments, and all sums to be kept or retained under the provisions of this
Contract. No such estimate or payment shall be construed to be an acceptance of any
defective work or improper materials.

B. Acceptance of the Work and Final Payment.

1. The final payment for the work done under this Contract shall be made 60
calendar days after acceptance of the work by Owner.

Owner shall deduct from the final payment for the work done under this Contract any unpaid
fees for business licenses required.

2. Acceptance of the work will be made by the Governing Body of Owner only
upon filing with said Governing Body of a certificate by the Engineer
showing the work has been given a final inspection and approval by Engineer
and that Contractor has submitted satisfactory evidence to the Engineer that
all payrolls, material bills, and other indebtedness connected with said work
have been paid. The acceptance will be made only by action of the
Governing Body of Owner to regular session.

3. The acceptance by Contractor of said final payment shall constitute a waiver
of all claims against the Owner arising under this Contract.

Submission of Requests for Payment/Invoices. The Contractor shall submit all
original requests for payments or invoices directly to the Owner as follows:
Town of Los Gatos Finance Department, Attn: Accounts Payable, Post Office
Box 655, Los Gatos, California 95031. A copy of such request or invoices
shall also be sent to the Engineer.
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PART IIIl - TECHNICAL
SPECIFICATIONS OF THE SPECIAL
PROVISIONS
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SECTION 01 50 50
EROSION CONTROL
PART 1 - GENERAL
1.01 SCOPE OF WORK

A. The Contractor shall provide all materials, labor and equipment necessary to complete all work
as specified herein, including but not limited to the following:
1. Apply specified treatments to all cuts and fill slopes, soil stockpiles, and all disturbed areas.
2. Install all temporary erosion control devices per Plans and Specifications.

B. All other labor and materials reasonably incidental to the satisfactory completion of the work,
including cleanup of the site.

1.02 RELATED SECTIONS

A. Section 01 10 00, Supplemental General Requirements
1.03 RELATED DOCUMENTS

A. Caltrans Standard Specifications, 2015
1. Section 21, Erosion Control

1.04 CONTRACTOR SUBMITTALS

A. The Contractor shall submit, in accordance with Section 01 10 00, Supplemental General
Requirements, manufacturer’s letters of compliance and manufacturer’s literature for the
following items:

1. Mulches
2. Straw (Weight receipts from scales shall be required)

1.05 SITE CONDITION

A. It is the responsibility of the Contractor to visit the site to determine existing conditions
including access to the site, the nature and extent of existing improvements upon adjacent
public and private property, the nature of materials to be encountered, and other factors that
may affect the work of this section.

B. It is the responsibility of the Contractor to have finished the grading of the slopes, including
track walking the areas to be treated with erosion control treatments.

1.06 WORK SCHEDULE

A. Contractor shall proceed with work per work schedule provided by the Town.
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1.07 PRODUCT DELIVERY, STORAGE AND HANDLING

A

All products shall be delivered to the site in manufacturer’s unopened standard containers
bearing original labels showing quantity, analysis and name of manufacturer.

All materials shall be stored in designated areas and in such a manner as to protect them from
weather or other conditions that might damage or impair the effectiveness of the product.

1.08 ANALYSIS OF SAMPLES AND TESTS

A.

Samples: The Town reserves the right to take and analyze samples of materials for conformity
to the Specifications at any time.

Rejected material: Rejected materials shall be removed immediately from the site at
Contractor’s expense. Contractor shall pay the cost of testing replacement materials.

PART 2 - PRODUCTS

2.01 GENERAL

A. All products shall be in conformance with the Specifications listed below. Any changes to
products to be used shall be approved, in writing, by the Town or Town’s representative prior
to job site delivery.

2.02 MULCH

A.  Mulch shall be 100% wood hydroseed and shall be composed of wood fiber derived from whole
wood chips with no growth or germination inhibiting substances, and shall be manufactured in
such a manner that when thoroughly mixed with seed, fertilizer, organic stabilizer, and water,
in the proportions specified, will form a homogeneous slurry which is capable of being sprayed
to form a porous mat.

B. The fibrous mulch in its air-dry state shall contain no more than 15% by weight of water. The
fiber shall have a temporary green dye and shall be accompanied by a certificate of compliance
stating that the fiber conforms to these Specifications.

2.03 STRAW

A. Shall be derived from irrigated rice or clean cereal grain straw.

B. The Contractor shall furnish evidence that clearance has been obtained from the County
Agricultural Commissioner, as required by law, before straw from outside the County in which
it is to be used is delivered to the site of the work.

C. Straw that has been used for bedding is prohibited.
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2.04 EQUIPMENT

A. Straw blowers: Equipment shall be specifically designed and manufactured for the application
of straw and shall be of sufficient horsepower to break up and distribute straw at the specified
application rate.

2.05 WATER
A. Water shall be furnished by Contractor and shall be considered as included in the costs of items

bid for applicable item of work and no separate payment will be made therefor. The Contractor
shall conform to the requirements of the water company from which water is purchased. In no
case shall the Contractor violate the Town’s water conservation ordinance.

PART 3 - EXECUTION

3.01 SOIL PREPARATION

A.

B.

No soil amendments shall be required except as noted on the Plans.

Verification: Contractor shall verify:

1. That all areas to receive erosion control treatments are free of vegetation and other
objectionable material.

2. That grades are final for permanently treated areas and within reasonable standard for
temporary treatments.

3. Thatall sloped areas are uniformly compacted: wherever possible, the surface compaction
of the top 1 foot shall be 85% or less.

3.02 FINAL INSPECTION AND ACCEPTANCE:

A.

Final inspection will be conducted upon completion of maintenance, replacements and
corrective work. Five (5) days’ notice shall be given. If project improvements, corrective work,
and maintenance have not been performed as specified and to the satisfaction of the Town’s
Representative, maintenance shall continue at Contractor's expense until such time as work has
been successfully completed.

3.03 CLEAN-UP

A

Erosion control work areas shall be maintained in a neat and orderly condition. Keep paved area
free of erosion treatment, soil, and other debris.

Overspray: Installing Contractor is responsible for washing or otherwise cleaning excess
material off all areas not intended to receive treatment.

Debris: Clean up and remove erosion control associated materials and debris from project site
before Final Acceptance.

END OF SECTION
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SECTION 01 56 39

TEMPORARY TREE AND PLANT PROTECTION

PART 4 - GENERAL

4.01

4.02

4.03

SUMMARY

A

This Section includes the protection and trimming of existing trees and shrubs that are
within limits of the work, interfere with, or are affected by, execution of the Work,
whether temporary or permanent construction.

DEFINITIONS

A.

ANSI: American National Standards Institute

B. CAL-OSHA: California Occupational Safety and Health Administration

C. Arborist: Arborist shall be certified by International Society of Arboriculture (ISA), and
licensed in the jurisdiction where Project is located. License shall be California C27 and
D49 licenses.

D. Tree Service Firm Qualifications: An experienced tree service firm that has successfully
completed tree protection and trimming work similar to that required for this Project and
that will assign a qualified, experienced, ISA certified Arborist to Project site during
execution of tree protection and trimming.

E. Tree Protection Zone: Area surrounding individual trees or groups of trees to remain
during construction, and defined by the drip line of individual trees or the perimeter drip
line of groups of trees, unless otherwise indicated.

SUBMITTALS

A. Follow submittal procedures outlined in Section 01 10 00, Supplemental General
Requirements.

B. Product Data: For each type of product indicated
1. Tree Pruning and Removal Schedule: Written schedule from an Arborist detailing

scope and extent of removing trees, or pruning of trees to remain, that interfere
with or may be affected by construction. Arborist must meet the qualifications
listed in Article 1.05, Quality Assurance, of this section.

C. Qualification Data: For both tree service firm and Arborist

D. Certification: Arborist shall provide certification that trees indicated to remain have been
protected prior to, and during construction according to recognized standards and that
trees were promptly and properly treated and repaired when damaged.

E. Maintenance Recommendations: Arborist shall provide plan for care and protection of

trees affected by construction during and after completing the Work.
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4.04 QUALITY ASSURANCE

A

Tree Pruning Standard: Comply with ANSI A300 (Part 1), "Tree, Shrub, and Other Woody
Plant Maintenance--Standard Practices (Pruning).

Perform tree removal work in a safe and proper manner, adhering to CAL-OSHA tree work
protection standards.

Pre-Construction Conference: Conduct conference at Project site.

1. Prior to the beginning of clearing, grubbing, trenching, tree pruning or removal,
or excavation on site, the contractor shall schedule a pre-construction conference
to discuss tree protection and trimming procedures, and responsibilities.

PART 5 - PRODUCTS

5.01 MATERIALS

A.

Topsoil: Natural or cultivated surface-soil layer containing organic matter and sand, silt,
and clay particles; friable, pervious, and black or a darker shade of brown, gray, or red
than underlying subsoil; reasonably free of subsoil, clay lumps, gravel, and other objects
more than % inch in diameter; and free of subsoil and weeds, roots, toxic and other non-
soil materials.

Obtain topsoil only from well-drained sites where topsoil is 4 inches deep or more; do not
obtain from bogs or marshes.

Filter Fabric: Manufacturer's standard, nonwoven, pervious, geotextile fabric of
polypropylene, nylon, or polyester fibers similar to Mirafi 140N, or approved equal.

Chain-Link Fence: Metallic-coated steel chain-link fence fabric of 0.120 inch-diameter
wire; a minimum of 72 inches high; with 1.9 inch-diameter line posts; 2 3/8 inch-diameter
terminal and corner posts; 1 5/8 inch-diameter top rail; and 0.177 inch-diameter tension
wire; with tie wires, hog ring ties, and other accessories for a complete fence system.

PART 6 - EXECUTION

6.01 GENERAL

A.

The Contractor shall protect all existing trees and shrubs scheduled to remain against
injury or damage, including cutting, breaking or skinning of roots, trunks or branches. No
blasting of rock shall occur in any area adjacent to existing trees without prior written
consent of the Town.

No trees or shrubs are to be removed, trimmed, or cut without prior approval of the
Town.

Prior to the beginning of the clearing and grading phase of the project, a continuous
temporary, 6 foot high chain link fence shall be erected around the dripline of trees
scheduled to remain, unless otherwise specified by the Town. The temporary fence shall
be erected prior to commencing any other work on the project. No construction activity
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shall be allowed within the limits of this fencing unless directed by the Town. The
temporary fence shall remain in place during the entire construction period and shall not
be removed until directed by the Town.

Grading within the protected root zone of trees to be preserved will not be permitted
unless specifically approved by the Town prior to beginning of proposed grading.

If tree roots of 2 inches in diameter or greater are encountered during construction, work
shall stop immediately and the project Arborist shall conduct a root inspection. Root
cutting of any roots over 2 inches in diameter must have prior approval from the Arborist
and Town. All cuts are to be made with appropriate equipment, as to not affect the plant
material.

1. Major roots 1 inch or greater in diameter encountered within the Tree Protection
Zone in the course of hand excavation or hand trenching shall not be cut and shall
be kept moist and covered with earth as soon as possible.

2. Roots % inch to 1 inch in diameter which are severed shall be trimmed cleanly
and covered with earth as soon as possible.

Branches interfering with construction but not designated for removal may be removed
only as directed by the Town.

Contractor shall procure a permit where required prior to pruning or removing any trees,
as required by applicable local codes or ordinances.

Parking of vehicles, equipment or storage of materials under the drip line of existing trees
shall not occur at any time.

TREE PROTECTION

A

Temporary Fencing: Install temporary fencing around Tree Protection Zones to protect
remaining trees and vegetation from construction damage. The temporary fencing shall
be erected prior to commencing any other work on the project. No construction activity
shall be allowed within the limits of this fencing unless directed by the Town. The
temporary fencing shall remain in place during the entire construction period. Remove
fence when construction is complete.

Protect tree root systems from damage caused by runoff or spillage of noxious materials
while mixing, placing, or storing construction materials. Protect root systems from
ponding, eroding, or excessive wetting caused by dewatering operations.

Mulch areas inside tree protection zones and within drip line of trees to remain and other

areas indicated.

1. Apply 6 inch average thickness of organic mulch. Do not place mulch within 6
inches of tree trunks.

Do not store construction materials, debris, or excavated material inside tree protection
zones.

Do not permit vehicles or foot traffic within tree protection zones; prevent soil
compaction over root systems.
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F. Do not excavate within drip line of remaining trees, unless otherwise indicated.

G. Where excavation for new construction is required within drip line of trees, hand clear
and excavate to minimize damage to root systems. Use narrow-tine spading forks, comb
soil to expose roots, and cleanly cut roots as close to excavation edge as possible.

H. Cover exposed roots with burlap and water regularly.

l. Temporarily support and protect roots from damage until they are permanently relocated
and covered with soil.

J. Coat cut faces of roots more than 1% inches in diameter with an emulsified asphalt or
other approved coating formulated for use on damaged plant tissues.

K. Cover exposed roots with wet burlap to prevent roots from drying out. Backfill with soil
as soon as possible.

L. Maintain tree protection zones free of weeds and trash.

M. Do not add or remove soil within the Tree Protection Zone.

N. Do not allow fires within tree protection zones.

CLEANING

A. Wash all existing and new trees weekly to remove dust and debris during construction.

EXCAVATION

A. Install shoring or other protective support systems to minimize sloping or benching of
excavations.

B. Do not excavate within Tree Protection Zones without prior written consent of the Town.

C. Where excavation for new construction is required within tree protection zones, hand
clear and excavate to minimize damage to root systems. Use narrow-tine spading forks
and comb soil to expose roots.

1. Redirect roots in backfill areas where possible. If encountering large, main lateral
roots, expose roots beyond excavation limits as required to bend and redirect
them without breaking. If encountered immediately adjacent to location of new
construction and redirection is not practical, cut roots approximately 3 inches
back from new construction.

2. Do not allow exposed roots to dry out before placing permanent backfill. Provide
temporary earth cover or pack with peat moss and wrap with burlap. Water and
maintain in a moist condition. Temporarily support and protect roots from
damage until they are permanently relocated and covered with soil.

D. Where utility trenches are required within tree protection zones, tunnel under or around

roots by drilling, auger boring, pipe jacking, or digging by hand.
1. Mechanical trenching of any kind is prohibited.
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2. Root Pruning: Prune Roots only with the approval of the Landscape Architect. Do
not cut main lateral roots or taproots; cut only smaller roots that interfere with
installation of utilities. Cut roots with sharp pruning instruments; do not break or
chop.

REGRADING

A.

No regrading of any kind, either cut of fill will be permitted within the Tree Protection
Zone without prior written consent of the Town. Regrading shall be done under the direct
supervision of the certified Arborist.

1. Grade Lowering: Where new finish grade is indicated below existing grade around
trees, slope grade beyond tree protection zones. Maintain existing grades within
tree protection zones.

2. Minor Fill: Where existing grade is 6 inches or less below elevation of finish grade
within the Tree Protection Zone, fill with topsoil. Place topsoil in a single
uncompacted layer and hand grade to required finish elevations.

TREE PRUNING

A.

Prune trees to balance the crown, and eliminate hazards. Perform main work to reduce
sail effect through thinning, reducing end weights, shortening long heavy limbs, removing
deadwood, weak limbs and sucker growth. Prune limbs back to an appropriate lateral
branch.

Make final cuts at the outer edge of the branch collar in accordance with the Arborist’s
recommendations.

Prune trees to remain to compensate for root loss caused by damaging or cutting root
system. Provide subsequent maintenance during Contract period as recommended by the
Arborist.

Prune trees in a safe and proper manner, adhering to CAL-OSHA and ANSI Standards.

Pruning Standards: Prune trees according to ANSI A300 (Part 1) as follows:
1. Type of Pruning as follows:

a. Cleaning: Selective pruning to remove one or more of the following parts:
dead, diseased, and/or broken branches.

b. Thinning: Selective pruning to reduce density of live branches.
C. Raising: Selective pruning to provide vertical clearance
d. Reduction: Selective pruning to decrease height and/or spread.

2. Branches interfering with construction but not designated for removal may be
removed only as directed by the Town.

3. Cutting of 2 inches diameter limbs or greater or major dead wooding shall require
approval of the Town.

4, Lion’s Tailing is not permitted.

5. Remove interfering leaders or crossing branches.

6. Never remove more than 20 to 30 percent of the tree mass.

Cut branches with sharp pruning instruments; do not break or chop.
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All trees shall be pruned, and cleared in such a way as to not damage branches, trunks, or
root systems of adjacent trees, including small existing Oak trees and Oak bushes.

Chip removed tree branches and dispose of off-site.

6.07 ROOT PRUNING

A

Do not cut tree roots greater than 3 inch in diameter and less than 12 inches below ground
level without approval of the Town.

Cut tree roots cleanly, as far from the trunk as possible, and not underneath any area
where walkways are to be constructed. Root pruning shall be to a depth of 18 inches.

Tree root prune using a Vermeer root-cutting machine. Obtain the Town’s approval
before using alternate equipment or techniques.

Complete tree root pruning prior to any excavation adjacent to the tree.
1. Do not expose tree roots to drying out. Cover root ends with soil or burlap and
keep moist until the final backfill is completed.

6.08 TREE REPAIR AND REPLACEMENT

A

Promptly repair trees or shrubs scheduled to remain, damaged by construction

operations within 24 hours to prevent progressive deterioration. Treat damaged trunks,

limbs, and roots according to Arborist's written instructions at no additional expense to

the Town.

1. Damaged trees and shrubs shall be repaired promptly. Repair or replacement of
trees and shrubs shall be as determined by the Town.

Remove and replace trees indicated to remain that die or are damaged during
construction operations that Arborist determines are incapable of restoring to normal
growth pattern.

1. Provide new trees of same size and species as those being replaced; plant and
maintain as necessary to ensure health and growth and as approved by the Town.
a. Take caliper measurements 6 inches above the ground for trees up to 4

inch caliper size, and 12 inches above the ground for larger sizes. Measure
main body of tree or shrub for height and spread; do not measure
branches or roots tip-to-tip.

2. Provide new trees of 6 inch caliper size and of a species selected by Town when
damaged trees more than 6 inches in caliper size, measured 12 inches above
grade, are required to be replaced: plant and maintain as necessary to ensure
growth and as approved by the Town.

3. Damages: Contractor to responsible for any fees and penalties in accordance with
Los Gatos adopted Tree Protection Ordinance.
4, Contractor shall be held liable for damage caused to trees and shrubs shall be

assessed fees based on the International Society of Arboriculture (ISA) “Guide for
Plant Appraisal”, as determined by the project Arborist; fees will be assessed for:
1). any injury to the trunk, limbs, or root system, and 2). for the value of any tree
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requiring removal subsequent to injury or treatment that varies from these
Specifications.

6.09 DISPOSAL OF WASTE MATERIALS
A. Burning is not permitted.

B. Disposal: Remove excess excavated material and displaced trees from Town's property.
END OF SECTION
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SECTION 31 10 00
SITE CLEARING
PART 7 - GENERAL

7.01  SECTION INCLUDES

A. Removal of existing trees and vegetation

B. Clearing vegetation, debris, trash and other materials within limits indicated
C. Grubbing of vegetation within limits indicated

D. Stripping of topsoil within limits indicated

E. Removing above-grade site improvements within limits indicated

F. Disconnecting, capping or sealing, and abandoning site utilities in place

G. Disconnecting, capping or sealing, and removing site utilities

H. Disposing of objectionable material

7.02 RELATED SECTIONS
A. Section 31 20 00, Earth Moving

7.03  RELATED DOCUMENTS

A. ANSI A300: Industry Standards for Tree Care Practices
B. Applicable Publications
1. “Trees and Building Sites,” official publication of the International Society of
Arboriculture.
2. “Arboriculture,” the care of trees and shrubs by Dr. Richard Harris.

7.04  DEFINITIONS

A. ANSI: American National Standards Institute
B. CAL-OSHA: California Occupational Safety and Health Administration
C. Topsoil: Natural or cultivated surface-soil layer containing organic matter and sand, silt,

and clay particles; friable, pervious, and black or a darker shade of brown, gray, or red
than underlying subsoil; reasonably free of subsoil, clay lumps, gravel, and other objects
more than 2 inches in diameter; and free of weeds, roots, and other deleterious materials.
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7.05 SUBMITTALS

A

Follow submittal procedure outlined in Section 01 10 00, Supplemental General
Requirements.

Photographs or videotape, sufficiently detailed, of existing conditions of trees and
plantings, adjoining construction, and site improvements that might be misconstrued as
damage caused by site clearing.

7.06 QUALITY ASSURANCE

A.

B.

Do not remove or prune trees without first securing a permit from the appropriate
agency.

Prune to the standards of the International Society of Arborists and to ANSI A300.

7.07  PROJECT CONDITIONS

A.

Except for materials indicated to be stockpiled or to remain the Town’s property, cleared
materials are the Contractor's property. Remove cleared materials from site and dispose
of in lawful manner.

Salvageable Improvements: Carefully remove items indicated to be salvaged and store
where indicated on plans or where designated by the Town’s Representative. Avoid
damaging materials designated for salvage.

Unidentified Materials;

1. If unidentified materials are discovered, including hazardous materials that will
require additional removal other than is required by the Contract Documents,
immediately report the discovery to the Town’s Representative.

2. If necessary, the Town’s Representative will arrange for any testing or analysis of
the discovered materials and will provide instructions regarding the removal and
disposal of the unidentified materials.

PART 8 - PRODUCTS

8.01  SOIL MATERIALS

A.

Backfill excavations resulting from demolition operations with on-site or import materials
conforming to engineered fill defined in Section 31 20 00, Earth Moving.

PART 9 - EXECUTION

9.01 PREPARATION

A.

B.

C.

Protect and maintain benchmarks and survey control points during construction.
Locate and clearly flag trees and vegetation to remain or to be relocated.

Protect existing site improvements to remain during construction.
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TREE REMOVAL

A

Remove trees designated for removal prior to the construction of new improvements in
the vicinity:

1. When demolishing trees indicated to be removed within new landscaped areas,

removal shall be done in one of the following ways:

a. For trees located in accessible areas, remove tree and grind stump to four
(4) inches below finish grade. Backfill the void and re-compact to 80%
relative compaction. Use import soil as indicated in specifications for this
purpose. Do not remove existing roots.

b. For trees located in inaccessible areas, cut stump flush with finish grade,
and cover with 3 inches of bark mulch. Do not grind the stump and do not
remove existing roots.

Perform tree removal work in a safe and proper manner, adhering to CAL-OSHA tree work
protection standards and ANSI A300 Standards.

All trees to be demolished shall be removed in such a way as to not damage branches,
trunks, or root systems of adjacent trees.

RESTORATION

A. Restore damaged improvements to their original condition, as acceptable to the Town’s
Representative.

B. Repair or replace trees and vegetation indicated to remain that are damaged by
construction operations, as directed by the Town’s Representative.

1. Employ a qualified arborist, licensed in jurisdiction where the Project is located,
to submit details of proposed repairs and to repair damage to trees and shrubs.

2. Replace trees that cannot be repaired and restored to full-growth status, as
determined by the Town’s Representative.

UTILITIES

A. Locate, identify, disconnect, and seal or cap off utilities indicated to be removed or
abandoned.

B. Arrange to shut off indicated utilities with utility companies or verify that utilities have
been shut off.

C. Existing Utilities: Do not interrupt utilities serving facilities occupied by Town’s
Representative or others unless authorized in writing by the Town’s representative, and
then only after arranging to provide temporary utility services according to requirements
indicated.

D. Coordinate utility interruptions with utility company affected.

Page 76



9.05

9.06

9.07

Project #816-0420 Annual Storm Drain Improvements — 62 Ellenwood Avenue

Do not proceed with utility interruptions without the permission of the Town’s
Representative and utility company affected. Notify Town’s Representative and utility
company affected two working days prior to utility interruptions.

Excavate and remove underground utilities that are indicated to be removed.
Fill abandoned piping with cement slurry.

Securely close ends of abandoned piping with tight fitting plug or cement slurry minimum
6 inches thick.

CLEARING AND GRUBBING

A.

C.

D.

Areas to be graded shall be cleared of existing vegetation, rubbish, existing structures,
and debris.

Remove obstructions, shrubs, grass, and other vegetation to permit installation of new
construction. Removal includes digging out stumps and obstructions and grubbing roots.

Do not remove trees, shrubs, and other vegetation indicated to remain or to be relocated.

Use only hand methods for grubbing within drip line of remaining trees.

SITE STRIPPING

A.

F.

Strippings and spoils shall be disposed at an off-site location, per Town Engineer
recommendations.

Remove vegetation before stripping soil.

Surface soils that contain organic matter should be stripped. In general, the depth of
required stripping will be relatively shallow (i.e. less than 2 inches); deeper stripping and
grubbing may be required to remove isolated concentrations of organic matter or roots.

Remove trash, debris, weeds, roots, and other waste materials.

Stockpile soil materials designated to remain on site at a location approved by the Town's
Representative at a location away from edge of excavations without intermixing with
subsoil. Grade and shape stockpiles to drain surface water. Cover to prevent windblown
dust.

Do not stockpile soil within drip line of remaining trees.

SITE IMPROVEMENTS

A.

Remove existing above- and below-grade improvements as indicated and as necessary to
facilitate new construction.
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9.08 BACKFILL

A. Place and compact material in excavations and depressions remaining after site clearing
in accordance with Section 31 20 00, Earth Moving.

9.09 DISPOSAL

A. Remove surplus soil material, unsuitable soil, obstructions, demolished materials, and
waste materials, including trash and debris, and legally dispose of them off the project
property.

END OF SECTION
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312000
EARTH MOVING
PART 10 - GENERAL
10.01 SECTION INCLUDES
A. Excavation and/or embankment from existing ground to subgrade, including soil sterilant,
for roadways, driveways, parking areas, building pads, walks, paths, or trails and any other
site improvements called for on the Plans.

10.02 SECTION EXCLUDES

A. Earthwork related to underground utility installation shall be performed in accordance
with Sections 31 21 00, Utility Trenching and Backfill.

10.03 RELATED SECTIONS

A. Section 01 10 00, Supplemental General Requirements
B. Section 01 50 50, Erosion Control
C. Section 31 10 00, Site Clearing

10.04 RELATED DOCUMENTS

A. ASTM
1. D1557, Test Method for Laboratory Compaction Characteristics of Soil Using
Modified Effort
2. D1586, Method for Penetration Tests and Split-Barrel Sampling of Soils
3. D2487, Classification of Soils for Engineering Purposes
4. D3740, Practice for Evaluation of Agencies Engaged in Testing and/or Inspection
of Soil and Rock as Used in Engineering Design and Construction.
5. D4318. Test Method for Liquid Limit, Plastic Limit and Plasticity Index of Soils
6. E329, Specification for Minimum Requirements for Agencies Engaged in the
Testing and/or Inspection of Materials Used in Construction
7. E548, Guide for General Criteria Used for Evaluating Laboratory Competence
B. California Building Code, California Code of Regulations, Title 24, Part 2, Chapter 18, Soils

and Foundations, and Chapter 33, Safeguards During Construction

C. Caltrans Standard Specifications, 2015
1. Section 17, General
2. Section 19, Earthwork

D. CAL/OSHA, Title 8.
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10.05 DEFINITIONS

A

B.

Borrow: Approved soil material imported from off-site for use as Structural Fill or Backfill.

Excavation: Removal of material encountered above subgrade elevations.

1. Authorized Over-Excavation: Excavation below subgrade elevations or beyond
indicated horizontal dimensions as shown on plans or authorized by the
Geotechnical Engineer.

2. Unauthorized Over-Excavation: Excavation below subgrade elevations or beyond
indicated horizontal dimensions without authorization by the Geotechnical
Engineer. Unauthorized excavation shall be without additional compensation.

Geotechnical Testing Agency: An independent testing agency qualified according to
ASTM E329 to conduct soil materials and rock definition testing, as documented according
to ASTM D3740 and ASTM E548.

Structural Backfill: Soil materials approved by the Geotechnical Engineer and used to fill
excavations resulting from removal of existing below grade facilities, including trees.

Structural Fill: Soil materials approved by the Geotechnical Engineer and used to raise
existing grades.

Rock: Rock material in beds, ledges, unstratified masses, and conglomerate deposits and
boulders of rock material % cubic yards or more in volume that when tested by an
independent geotechnical testing agency, according to ASTM D1586, exceeds a standard
penetration resistance of 100 blows/2 inches.

Structures:  Buildings, footings, foundations, retaining walls, slabs, tanks, curbs,
mechanical and electrical appurtenances, or other man made stationary features
constructed above or below grade.

Subgrade: Surface or elevation remaining after completing excavation, or top surface of
a fill or backfillimmediately below subbase, base or topsoil materials.

Topsoil: Natural or cultivated surface-soil layer containing organic matter and sand, silt,
and clay particles; friable, pervious, and black or a darker shade of brown, gray, or red
than underlying subsoil; reasonably free of subsoil, clay lumps, gravel, and other objects

more than 2 inches in diameter; and free of weeds, roots, and other deleterious materials.

Unsuitable Material: Any soil material that is not suitable for a specific use on the Project.
The Geotechnical Engineer will determine if a soil material is unsuitable.

Relative Compaction: In-place dry density of soil expressed as percentage of maximum
dry density of same materials, as determined by laboratory test procedure ASTM D1557.

Utilities: onsite underground pipes, conduits, ducts and cables.
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10.06 SUBMITTALS

A

Follow submittal procedure outlined in Section 01 10 00, Supplemental General
Requirements.

Samples:

1. If required by the Geotechnical Engineer, provide 20 pound samples, sealed in
airtight containers, tagged with source locations and suppliers of each proposed
soil material from on-site or borrow sources, 72 hours prior to use. Do not import
materials to the Project without written approval of the Geotechnical Engineer.

2. Provide materials from same source throughout work. Change of source requires
approval of the Geotechnical Engineer.

Material Test Reports: Provide, from a qualified testing agency, the following test results
showing compliance with the project requirements: compaction test results

Classification according to ASTM D2487 of each onsite or borrow soil material proposed

for fill and backfill.

1. Laboratory compaction curve in conformance with ASTM D1557 for each onsite
or borrow soil material proposed for fill and backfill.

10.07 QUALITY ASSURANCE

A.

Provide an independent testing agency qualified according to ASTM E329 to conduct soil
materials and rock definition testing, as documented according to ASTM D3740 and ASTM
E548.

Contractor to obtain qualified Geotechnical Engineer to observe work is in conformance
with plans, Town Standards and these Technical Specifications.

Conform all work and materials to the applicable provisions of these Technical
Specifications, plans and meet the approval of the Town Engineer.

Conform all work in accordance with Caltrans Standard Specification Section 17, General
and Section 19, Earthwork.

Percentage of compaction specified shall be the minimum acceptable. The percentage
represents the ratio of the dry density of the compacted material to the maximum dry
density of the material as determined by the procedure set forth in ASTM D1557.

Perform excavation, filling, compaction and related earthwork under the observation of
the Geotechnical Engineer. Materials placed without approval of the Geotechnical
Engineer will be presumed to be defective and, at the discretion of the Geotechnical
Engineer, shall be removed and replaced at no cost to the Town. Notify the Geotechnical
Engineer at least 24 hours prior to commencement of earthwork and at least 48 hours
prior to testing.

The Geotechnical Engineer will perform observations and tests required to enable him to
form an opinion of the acceptability of the Project earthwork. Correct earthwork that, in
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the opinion of the Geotechnical Engineer, does not meet the requirements of these
Technical Specifications.

Upon completion of the construction work, certify that all compacted fills and
foundations are in place at the correct locations, and have been constructed in
accordance with sound construction practice. In addition, certify that the materials used
are of the types, quality and quantity required by these Technical Specifications. The
Contractor shall be responsible for the stability of all fills and backfills constructed by his
forces and shall replace portions that in the opinion of the Geotechnical Engineer have
been displaced or are otherwise unsatisfactory due to the Contractor’s operations.

Finish subgrade tolerance at completion of grading:
1. Building and paved areas: 10.05 feet
2. Other areas: +0.10 feet

10.08 PROJECT CONDITIONS

A.

Protect open excavations, trenches, and the like with fences, covers and railings to
maintain safe pedestrian and vehicular traffic passage.

Prevent erosion of freshly-graded areas during construction and until such time as
permanent drainage and erosion control measures have been installed in accordance
with Section 01 50 50, Erosion Control.

Temporarily stock-pile fill material in an orderly and safe manner and in a location
approved by the Town’s Representative.

Environmental Requirements: When unfavorable weather conditions necessitate
interrupting earthwork operation, areas shall be prepared by compaction of surface and
grading to avoid collection of water. Provide adequate temporary drainage to prevent
erosion. After interruption, compaction specified in last layer shall be re-established
before resuming work.

PART 11 - PRODUCTS

11.01 SOIL MATERIALS

A.

General: On-site soils are considered suitable for use as fill provided the materials are a
soil or soil-rock mixture which is free from organic matter or other deleterious substances
and placed in conformance with these Technical Specifications. The fill material shall not
contain rocks or lumps over 3 inches in greatest dimension and not more than 15% larger
than 2-1/2 inches. Highly expansive soils shall not be used as select structural fill, or used
as backfill for trenches located within hardscape areas. Materials from the site below the
stripping depth are suitable for use in fills provided the above requirements are met.

Imported fill soils, if required, should be predominantly granular in nature, and should be
free of organics, debris, or rocks over 3 inches in size, and shall be approved by the
Geotechnical Engineer before importing to the site. Imported non-expansive soils shall
have a Plasticity Index less than 15 as determined by ASTM D4318, an R-value of at least
20, and fines content between 15 and 65 percent. Import fill shall be considered non-
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hazardous per Department of Toxic Substances Control guidelines (DTSC, 2017) and non-
corrosive per Caltrans Corrosion Guidelines (Caltrans, 2015).

11.02 SOIL STERILANT

A

Commercial chemical for weed control, registered by EPA. Provide granular, liquid or wet-
able powder form.

PART 12 - EXECUTION

12.01 GENERAL

A.

Perform work in accordance with Caltrans Standard Specification Section 19, Earthwork,
as modified by the Contract Documents.

Placement and compaction of material by flooding, ponding, or jetting will not be
permitted.

The use of explosives will not be permitted.

Grading and earthwork operations shall be observed and tested by a representative of
the Geotechnical Engineer for conformance with the project plans/specifications. This
work includes site preparation, selection of satisfactory materials, and placement and
compaction of the subgrades and fills. Sufficient notification prior to commencement of
earthwork is essential to make certain that the work will be properly observed.

12.02 CONTROL OF WATER AND DEWATERING

A.

F.

Prevent surface water and ground water from entering excavations, from ponding on
prepared subgrades, and from flooding the site and surrounding area. Provide
dewatering equipment necessary to drain and keep excavations and site free from water.

Dewater during backfilling operation so that groundwater is maintained a least 1 foot
below level of compaction effort.

Obtain the Geotechnical Engineer’s approval for proposed control of water and
dewatering methods.

Protect subgrades from softening, undermining, washout and damage by rain or water
accumulation.

Reroute surface water runoff away from excavated areas. Do not allow water to
accumulate in excavations.

Maintain dewatering system in place until dewatering is no longer required.

12.03 WET WEATHER CONDITIONS

A.

Do not prepare subgrade, place or compact soil materials if subgrade or materials are
above optimum moisture content.
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If the Geotechnical Engineer allows work to continue during wet weather conditions,
conform to supplemental recommendations provided by the Geotechnical Engineer.

BRACING AND SHORING

Conform to California and Federal OSHA requirements.

Place and maintain such bracing and shoring as may be required to support the sides of
the excavations for the proper protection of workmen; to facilitate the work; to prevent
damage to the facility being constructed; and to prevent damage to adjacent structures
or facilities. Remove all bracing and shoring upon completion of the work.

Be solely responsible for all bracing and shoring and, if requested by the Geotechnical’s
Representative, submit details and calculations to the Geotechnical’s Representative.
The Geotechnical’s Representative may forward the submittal to the Town Engineer
and/or the California Division of Industrial Safety for their review. The Contractor's
submittal shall include the basic design, assumed soils conditions and estimation of forces
to be resisted, together with plans and specifications of the materials and methods to be
used, and shall be prepared by a civil engineer or structural engineer registered in
California. No excavations related to the proposed facility shall precede a response to the
submittal by the Geotechnical’s Representative.

Be solely responsible for installing and extracting the sheathing in a manner which will
not disturb the position or operation of the facility being constructed or adjacent utilities
and facilities.

TOPSOIL STRIPPING

A. Remove topsoil in accordance with Section 31 10 00, Site Clearing.

EXCAVATION

A. Excavate earth and rock to lines and grades shown on plans and to the neat dimensions
indicated on the plans, required herein or as required to satisfactorily compact backfill.

B. Remove and dispose of large rocks, pieces of concrete and other obstructions
encountered during excavation.

C. Excavation through buried concrete and other unknown obstructions will require
specialized techniques for demolition and removal.

D. Where forming is required, excavate only as much material as necessary to permit placing
and removing forms.

E. Provide supports, shoring and sheet piles required to support the sides of excavations or
for protection of adjacent existing improvements.

GRADING

A. Uniformly grade the Project to the elevations shown on plans
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Finish ditches, gutters and swales to the sections, lines and grades indicated and to permit
proper surface drainage.

Round tops and bottoms of slopes as indicated or to blend with existing contours.

12.08 SUBGRADE PREPARATION

A

Subgrade Preparation: Prior to backfilling depressions created by the removal of old
foundations and utility lines, scarify the bottom of the excavation to an approximate
depth of 8 inches and uniformly moisture condition the scarified surfaces to a moisture
content that is at least 2 percent over optimum. Compact the scarified surfaces to a
minimum of 90 percent relative compaction at above optimum moisture content.

Over-excavate any remaining soft (pumping) areas down to firm soil and backfill the area.

Subgrade shall be maintained in a moist, but not wet, condition by periodically sprinkling
water prior to the placement of additional fill or installation of roads. Subgrade that has
been permitted to dry out and loosen or develop desiccation cracking should be scarified,
moisture conditioned, and re-compacted as recommended above.

Install underground utilities and service connections prior to final preparation of subgrade
and placement of base materials for final surface facilities. Extend services so that final
surface facilities are not disturbed when service connections are made.

Prepare subgrades under the structural section of paved areas, curbs, gutters, walks,
structures, other surface facilities and areas to receive structural fill.

Protect utilities from damage during compaction of subgrades and until placement of final
pavements or other surface facilities.

Obtain the Geotechnical Engineer’s approval of subgrades prior to placing pavement
structural section.

12.09 KEYWAYS AND BENCHES

A

Provide keyways as indicated for fill slopes steeper than 6 horizontal to 1 vertical. Extend
keyway 5 feet minimum into competent, undisturbed soil or 3 feet minimum into
competent, undisturbed rock as directed by the Geotechnical Engineer.

Place subsurface drains in bottom of keyway.

Bench subgrade as indicated above toe of fill.

Place subsurface drains at benches every 20 vertical feet or as directed by the
Geotechnical Engineer.

12.10 LOT FINISH GRADING

A.

Blade finish lots to lines and grades indicated.
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12.11 FILL PLACEMENT AND COMPACTION

A

Place fill in uniformly moisture conditioned and compacted lifts not exceeding 6 inches in
loose thickness. Each lift should be thoroughly moisture conditioned and compacted to
90 percent before successive fill layers are placed.

In order to achieve satisfactory compaction in the subgrade and fill soils, it may be
necessary to adjust the soil moisture content at the time of soil compaction per the
Geotechnical Engineer recommendations. This may require that water be added and
thoroughly mixed into any soils which are too dry or that scarification and aeration be
performed in any soils which are too wet.

Obtain the Geotechnical Engineer’s approval of surface to receive structural fill prior to
placement of structural fill material.

Place structural fill on prepared subgrade.

Do not drop fill on structures. Do not backfill around, against or upon concrete or
masonry structures until structure has attained sufficient strength to withstand loads
imposed and the horizontal structural system had been installed.

Do not compact by ponding, flooding or jetting.

Perform compaction using rollers, pneumatic or vibratory compactors or other
equipment and mechanical methods approved by the Geotechnical Engineer.

Compaction requirements (unless specified otherwise by the Geotechnical Engineer):

1. Compact structural fills less than 5 feet thick to 90 percent compaction.
2. Compact structural fill 5 feet thick or greater to 95 percent compaction.
3. Compact the upper 6 inches of subgrade soils beneath pavements, curbs and

gutters to 95 percent compaction. Extend compaction 5 feet beyond pavement
edges unless specified otherwise by the Geotechnical Engineer.

4. Compact the upper 6 inches of subgrade soils under walks, structures and areas
to receive structural fill to 90 percent compaction.

12.12 SOIL STERILIZATION

A.

Apply soil sterilant to areas indicated, such as beneath asphalt concrete pavement, brick
pavement, concrete pavement and at grade concrete slabs, including sidewalks, curbs
and gutters. Also where indicated apply soil sterilant below expansion and control joints
and at areas where pipes, ducts or other features penetrate slabs.

Apply soil sterilant uniformly and at the rates recommended by the manufacturer.

Apply soil sterilant to prepared subgrade, or after installation of aggregate base as
recommended by the manufacturer.
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12.13 DISPOSAL

A. Lawfully dispose of all unsuitable and excess or surplus material off-site at no cost to the
Town.

END OF SECTION
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SECTION 31 21 00

UTILITY TRENCHING AND BACKFILL

13.01 SECTION INCLUDES

A

C.

Excavation, bedding, and backfill for underground storm drain, sanitary sewer, and water
piping, underground HVAC piping, electrical conduit, telephone conduit, gas piping, cable
TV conduit, etc., and associated structures.

Provide labor, material, equipment, and services necessary to complete the backfilling
and compacting as necessary for this project. Section includes, but is not limited to:

Noos~ON =

Select Backfill Material
Aggregate Base
Detectable Tape
Trench Excavation
Pipe Bedding

Trench Backfill

Trench Surfacing

Trenchless pipe installation submittal requirements and guidelines.

13.02 RELATED SECTIONS

A.

B.

C.

Section 31 10 00 — Site Clearing

Section 31 20 00 — Earthwork Moving

Section 33 41 00 — Storm Utility Drainage Piping

13.03 RELATED DOCUMENTS

A

ASTM
1.

D1557, Standard Test Method for Laboratory Compaction Characteristics of Soil
Using Modified Effort.

D2321, Standard Practice for Underground Installation of Thermoplastic Pipe for
Sewer and Other Gravity-Flow Applications.

California Administrative Code, Title 24, Part 2 - Basic Building Regulations, Chapter 24,
Excavations, Foundations, and Retaining Walls.

Caltrans Standard Specifications, 2015

1.

2.
3.
4.

Section 19, Earthwork
Section 26, Aggregate Bases
Section 68, Subsurface Drains
Section 96, Geosynthetics

CAL/OSHA, Title 8
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13.04 DEFINITIONS

A

B.

AC: Asphalt Concrete

ASTM: American Society for Testing and Materials

Base: The layer placed between the subgrade and surface pavement in a paving system.
Bedding: Material from bottom of trench to bottom of pipe

CDF: Controlled Density Fill

DIP: Ductile Iron Pipe

Engineered Fill:

1. Soil or soil-rock material approved by the Geotechnical and transported to the
site by the Contractor in order to raise grades or to backfill excavations.
2. Contractor shall provide sufficient tests, and a written statement that all

materials brought onto the project site comply with specification requirements.
Excavation: Consists of the removal of material encountered to subgrade elevations
Initial Backfill: Material from bottom of pipe to 12 inches above top of pipe
PCC: Portland Cement Concrete
RCP: Reinforced Concrete Pipe

Relative Compaction: In-place dry density of soil expressed as percentage of maximum
dry density of same materials, as determined by laboratory test procedure ASTM D1557.

Springline of Pipe: Imaginary line on surface of pipe at a vertical distance of % the outside
diameter measured from the top or bottom of the pipe.

Subgrade: The uppermost surface of an excavation or the top surface of a fill or backfill
immediately below base.

Subsequent Backfill: Material from 12 inches above top of pipe to subgrade of surface
material or subgrade of surface facility or to finish grade.

Trench Excavation: Removal of material encountered above subgrade elevations and

within horizontal trench dimensions.

1. Authorized Trench Over-Excavation: Excavation below trench subgrade
elevations or beyond indicated horizontal trench dimensions as shown on plans
or authorized by the Geotechnical Engineer.

2. Unauthorized Trench Over-Excavation: Excavation below trench subgrade
elevations or beyond indicated horizontal trench dimensions without
authorization by the Geotechnical Engineer. Unauthorized excavation shall be
without additional compensation.
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Utility Structures:

1. Storm drainage manholes, catch basins, drop inlets, curb inlets, vaults, etc.
2. Sanitary sewer manholes, vaults, etc.
3. Water vaults, etc.

13.05 SUBMITTALS

A.

Follow submittal procedures outlined in Section 01 10 00 — Supplemental General
Requirements.

Test Reports: Submit the following report for import material directly to the Geotechnical
from the Contractor’s testing services:

1. Compaction test reports for aggregate base.
Samples:
1. If required by the Geotechnical Engineer, provide 20-pound samples of all

imported trench bedding and backfill material sealed in airtight containers,
tagged with source locations and suppliers of each proposed material. Do not
import materials to Project without written approval of the Geotechnical
Engineer.

2. Provide materials from same source throughout work. Change of source requires
approval of the Geotechnical Engineer.

Trenchless Method Procedure and Schedule: Contractor shall submit a work plan detailing
the procedure and schedule to be used to execute the trenchless pipe installation. The
work plan shall include a description of all equipment and materials to be used,
down-hole tools, a list of personnel and their qualifications and experience (including
back-up personnel in the event that an individual is unavailable), list of subcontractors, a
schedule of work activity, a safety plan (including MSDS of any potentially hazardous
substances to be used), traffic control plan, an environmental protection plan and
contingency plans for possible problems. Work plan shall be comprehensive, realistic and
based on actual working conditions for this particular project. Plan shall document the
thoughtful planning required to successfully complete the project.

Contractor to provide means and methods for installation of the HDPE pipe in the
proposed steel casing, including spacers, installation techniques and backfill materials.

13.06 QUALITY ASSURANCE

A.

Conform all work and materials to the applicable provisions of these Technical
Specifications, plans and meet the approval of the Geotechnical Engineer.

Contractor to obtain qualified Geotechnical Engineer to observe work is in conformance
with plans, Town Standards and these Technical Specifications.

Conform all work to the appropriate portion(s) of the Caltrans Standard Specifications,
Section 19, Earthwork.
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Percentage of compaction specified shall be the minimum acceptable. The percentage
represents the ratio of the dry density of the compacted material to the maximum dry
density of the material as determined by the procedure set forth in ASTM D 1557.

The Geotechnical Engineer will perform observations and tests required to enable him to
form an opinion of the acceptability of the trench backfill. Correct the trench backfill that,
in the opinion of the Geotechnical Engineer, does not meet the requirements of these
Technical Specifications.

Soil Testing:

1. Contractor to engage a geotechnical testing agency, to include compaction
testing and for quality control testing during fill operations.

2. Test results will be submitted to the Geotechnical Engineer.

Contractor must demonstrate expertise in "trenchless" methods by providing a list of five
references for which similar work has been performed in the last five years. The reference
should include a name and telephone number where contact can be made to verify the
Contractor's capability. The Contractor must provide documentation showing successful
completion of the project [suited] for reference. Conventional trenching experience will
NOT be considered applicable.

All supervisory personnel must be adequately trained and will have at least ten (10) years
of experience in “trenchless” methods. Contractor shall submit the names of all
supervisory field personnel prior to the start of construction.

PROJECT CONDITIONS

A

Barricade open excavations and post with warning lights.

1. Operate warning lights and barricades as required.

2. Protect structures, utilities, sidewalks, pavements, and other facilities
immediately adjacent to excavations, from damages caused by settlement, lateral
movement, undermining, washout, and other hazards.

3. Protect open, trenches, and utility structure excavations with fences, covers and
railings to maintain safe pedestrian and vehicular traffic passage.

Stockpile on-site and imported backfill material temporarily in an orderly and safe
manner.

Provide dust and noise control in conformance with Section 01 10 00 Supplemental
General Requirements.

Environmental Requirements:

1. Protect existing storm drainage system from silt and debris resulting from
construction activities. If contamination occurs, remove contamination at no cost
to the District.

2. Protect existing streams, ditches and storm drain inlets during work on this
project.

Protection of Subgrade: Do not allow equipment to pump or rut subgrade, stripped areas,
footing excavations, or other areas prepared for project.
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Transport all excess soils materials by legally approved methods to disposal areas.
1. Coordinate with the Geotechnical Engineer.
2. Any additional fill requirements shall be the responsibility of the Contractor.

13.08 EXISTING UTILITIES

A

Locate existing underground utilities in the areas of work. For utilities that are to remain

in place, provide adequate means of protection during excavation operations.

1. Locating of existing underground utilities shall include but not be limited to pot-
holing prior to the start of construction.

Should uncharted or incorrectly charted piping or other utilities be encountered during
excavation, consult Geotechnical and/or utility agency immediately for directions.

1. Cooperate with the Town and public and private utility companies in keeping
their respective services and facilities in operation.
2. Repair damaged utilities to the satisfaction of the agency with jurisdiction.

Do not interrupt existing utilities serving facilities occupied and used by the Town or
others, except when permitted in writing by the Town and then only after acceptable
temporary utility services have been provided.

PART 14 - PRODUCTS

14.01 GENERAL

A.

B.

Import materials will be subject to approval of the Geotechnical Engineer.

For approval of imported fill material, notify the Geotechnical Engineer at least 7 days in
advance of intention to import material.

14.02 PIPE BEDDING AND INITIAL BACKFILL

A

D.

ASTM D2321, Class IA, IB or Il.
1. Clean and free of clay, silt or organic matter.

Permeable Material: In accordance with Section 68-2.02F of Caltrans Standard
Specifications, Class 1, Type A or Class 2.

Class 2 Aggregate Base: In accordance with Section 26 of Caltrans Standard Specifications,
% inch maximum.

Sand: In accordance with Section 19-3.02F of Caltrans Standard Specifications.

14.03 SELECT BACKFILL

A.

Select backfill material shall be gravel, free of clay or organic matter and shall conform to
the following gradation:
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Sieve Size Percentage Passing
1 inch 100

% inch 90 - 100

No. 4 35-60

No. 200 2-9

14.04 WARNING TAPE

14.05

14.06

14.07

A.

Polyethylene plastic and metallic core or metallic-faced, acid- and alkali-resistant,
polyethylene plastic warning tape manufactured specifically for warning and
identification of buried utility lines. Provide tape on rolls, 3 inch minimum width, color
coded as specified below for the intended utility with warning and identification
imprinted in bold black letters continuously over the entire tape length. Warning and
identification to read, "CAUTION, BURIED (intended service) LINE BELOW" or similar
wording. Color and printing shall be permanent, unaffected by moisture or soil.

1.

Warning Tape Color Codes

Red: Electric

Yellow: Gas, Qil; Dangerous Materials

Orange: Telephone and Other Communications

Blue: Water Systems

Green: Sewer Systems

White: Steam Systems

g. Gray: Compressed Air

Warning Tape for Metallic Piping: Acid and alkali-resistant polyethylene plastic
tape conforming to the width, color, and printing requirements specified above.
Minimum thickness of tape shall be 0.003 inch. Tape shall have a minimum
strength of 1500 psi lengthwise, and 1250 psi crosswise, with a maximum 350
percent elongation.

Detectable Warning Tape for Non-Metallic Piping: Polyethylene plastic tape
conforming to the width, color, and printing requirements specified above.
Minimum thickness of the tape shall be 0.004 inch. Tape shall have a minimum
strength of 1500 psi lengthwise and 1250 psi crosswise. Tape shall be
manufactured with integral wires, foil backing, or other means of enabling
detection by a metal detector when tape is buried up to 3 feet deep. Encase
metallic element of the tape in a protective jacket or provide with other means
of corrosion protection.

~0 Q00 oW

DETECTION WIRE FOR NON-METALLIC PIPING

A.

Detection wire shall be insulated single strand, solid copper with a minimum of 12 AWG.

SUBSEQUENT BACKFILL

A.

Conform to on-site or imported structural backfill in Section 31 20 00, Earth Moving.

CONTROLLED DENSITY FILL (CDF) (IN TRENCHES)

A.

Provide non-structural CDF, from bottom of trench to finish subgrade of subbase or base
material, that can be excavated by hand and produce unconfined compressive 28-day
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strengths from 50-psi to a maximum of 150-psi. Provide aggregate no larger than 3/8 inch
top size. The 3/8 inch aggregate shall not comprise more than 30% of the total aggregate
content.

Cement: Conform to the standards as set forth in ASTM C150, Type |l Cement.

Fly Ash: Conform to the standards as set forth in ASTM C618, for Class F pozzolan. Do not
inhibit the entrainment of air with the fly ash.

Air Entraining Agent: Conform to the standards as set forth in ASTM C260.

Aggregates need not meet the standards as set forth in ASTM C33. Any aggregate,
producing performances characteristics described herein will be accepted for
consideration. The amount of material passing a #200 sieve shall not exceed 12% and no
plastic fines shall be present.

Provide CDF that is a mixture of cement, Class F pozzolan, aggregate, air entraining agent
and water. CDF shall be batched by a ready mixed concrete plant and delivered to the job
site by means of transit mixing trucks.

The Contractor shall determine the actual mix proportions of the controlled density fill to
meet job site conditions, minimum and maximum strengths, and unit weight. Entrained
air content shall be a minimum of 4.0%. The actual entrained air content shall be
established for each job with the materials and aggregates to be used to meet the placing
and unit weight requirements. Entrained air content may be as high as 20% for fluidity
requirements.

Mix design shall meet the Geotechnical Engineer’s approval.

14.08 GEOSYNTHETICS

A

Filter Fabric:
1. Filter Fabric: Section 96-1.02 of Caltrans Standard Specifications.
2. Mirafi 140N, Mirafi Inc., or approved equal.

PART 15 - EXECUTION

15.01

GENERAL

A.

B.

Comply with the recommendations of the Geotechnical Engineer.

Protect existing trees to remain. No grading is permitted under the drip line of protected
trees.

Excavations for appurtenant structures, such as, but not limited to, manholes, transition
structures, junction structure, vaults, valve boxes, catch basins, thrust blocks, and boring

pits, shall be deemed to be in the category of trench excavation.

Unless otherwise indicated in the Plans, all excavation for pipelines shall be open cut.
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Prior to commencement of work, become thoroughly familiar with site conditions.

In the event discrepancies are found, immediately notify the Geotechnical Engineer in
writing, indicating the nature and extent of differing conditions.

Backfill excavations as promptly as work permits.

Do not place engineered fill or backfill until rubbish and deleterious materials have been
removed and areas have been approved by the Geotechnical Engineer.

Place acceptable soil material in layers to required subgrade elevations, for each area
classification listed below.

In excavations, use satisfactory excavated or borrow material.

Under grassed areas, use satisfactory excavated or borrow material.

15.02 SITE PREPARATION

A.

Protect structures, utilities, sidewalks, pavements, and other facilities, which are to
remain, from damage caused by settlement, lateral movement, undermining, washout,
and other hazards created by earthwork operations.

Protect existing storm drainage system from silt and debris resulting from construction
activities. If contamination occurs, remove contamination at no cost to the Town.

15.03 EXISTING UTILITIES

A.

Identity the location of existing utilities.

1. Prior to trenching, the Contractor shall excavate at locations specifically indicated
on the Plans, if any, and where new lines cross other utilities of uncertain depth
and determine the elevation of the utility in question to ensure that the new line
will clear the potential obstruction.

2. The Contractor shall contact Underground Service Alert (USA) at 1-800-227-2600
for assistance in locating existing utilities.
3. If, after the excavation, a crossing utility does present an obstruction, then the

line and grade of the new line will be adjusted as directed by the Geotechnical
Engineer to clear the utility.

Protect all existing utilities to remain in operation.

Movement of construction machinery and equipment over existing pipes and utilities
during construction shall be at Contractor’s risk.

Excavation made with power-driven equipment is not permitted within 2 feet of any

known utility or subsurface structure.

1. Use hand or light equipment for excavating immediately adjacent to known
utilities or for excavations exposing a utility or buried structure.
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Start hand or light equipment excavation on each side of the indicated
obstruction and continue until the obstruction is uncovered or until clearance for
the new grade is assured.

Support uncovered lines or other existing work affected by excavation until
approval for backfill is obtained.

Report damage of utility line or subsurface structures immediately to the Town.

Backfill trenches resulting from utility removal in lifts of 6 inches maximum.

15.04 TRENCH EXCAVATION

A.

General
1.

Excavation shall include removal of all water and materials that interfere with
construction. The Contractor shall remove any water which may be encountered
in the trench by pumping or other methods during the pipe laying, bedding and
backfill operations. Material shall be sufficiently dry to permit approved jointing.
Excavation shall include the construction and maintenance of bridges required
for vehicular and pedestrian traffic, support for adjoining utilities.

The Contractor shall be responsible to safely direct vehicular and pedestrian
traffic through or around his/her work area at all times.

The Contractor shall relocate, reconstruct, replace or repair, at his/her own
expense, all improvements which are in the line of construction or which may be
damaged, removed, disrupted or otherwise disturbed by the Contractor.

Existing Paving and Concrete:

1.

Existing pavement over trench shall be sawcut, removed, and hauled away from
the job. Existing pavement shall be neatly sawcut along the limits of excavations.
Existing concrete over the trench shall be sawcut to a full depth in straight lines,
at a minimum distance of 12 inches beyond the edge of the trench, either parallel
to the curb or a right angles to the alignment of the sidewalk.

Boards or other suitable material shall be placed under equipment outrigging to
prevent damage to paved surfaces.

Trench Width:

1.

The maximum allowable trench widths at the top of the all pipe materials outside

diameter of barrel pipe plus 16 inches. shall be as follows:

a. The maximum trench width shall be inclusive of all shoring.

b. If the maximum trench width is exceeded, the State’s representative may
direct the Contractor to encase or cradle the pipe in concrete at no
additional charge.

For pipes 3 inch diameter and larger, the free working space on each side of the

pipe barrel shall not be less than 6 inches.

Excavation Width at Springline of Pipe:

1.

Up to a nominal pipe diameter of 24 inches: Minimum of twice the outside pipe
diameter, or as otherwise allowed or required by the Geotechnical Engineer.
Nominal pipe diameter of 30 inches through 36 inches: Minimum of the outside
pipe diameter plus 2 feet, or as otherwise allowed or required by the
Geotechnical Engineer.
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E. Open Trench:

1.

The maximum length of open trench shall be 300 feet or the distance necessary
to accommodate the amount of pipe installed in a single day, whichever is
greater. No trench shall be left open at the end of the day.

2. Provisions for trench crossings and free access shall be made at all street
crossings, driveways, water gate valves, and fire hydrants.

3. Excavate by hand or machine. For gravity systems begin excavation at the outlet
end and proceed upstream. Excavate sides of the trench parallel and equal distant
from the centerline of the pipe. Hand trim excavation. Remove loose matter.

4, Excavation Depth for Bedding: Minimum of 6 inches below bottom of pipe or as
otherwise allowed or required by the Geotechnical Engineer, except that bedding
is not required for nominal pipe diameters of 2 inches or less.

5. Over-Excavations: Backfill trenches that have been excavated below bedding
design subgrade, with approved bedding material.

6. Where forming is required, excavate only as much material as necessary to permit
placing and removal of forms.

7. Grade bottom of trench to provide uniform thickness of bedding material and to
provide uniform bearing and support for pipe along entire length. Remove stones
to avoid point bearing.

F. Excavated Material:

1. All excavated material not required for backfill shall be immediately removed and
properly disposed of in a legal manner by the Contractor.

2. Material excavated in streets and roadways shall be laid alongside the trench no
closer than 2 feet from the trench edge and kept trimmed to minimize
inconvenience to public traffic.

3. Provisions shall be made whereby all storm and wastewater can flow

uninterrupted in gutters or drainage channels.

15.05 TRENCHLESS PIPE INSTALLATION

A. “Trenchless” methods of installation shall be proposed by the contractor for portions of
the pipe approved on plans for “trenchless” installation. At a minimum:

1.

Work site as indicated on drawings, shall be graded or filled to provide a level
working area. No alterations beyond what is required for operations are to be
made. Contractor shall confine all activities to designated work areas.

The actual location of the pipe with respect to the proposed line and grade shall
be continuously monitored. The District shall be kept informed of and allowed to
personally monitor the drilling progress and exact pipe location. Information
pertaining to the drilling and pipe location shall not be withheld from the Town.

Entire drill path shall be accurately surveyed with entry and exit stakes placed in
the appropriate locations within the areas indicated on drawings. If Contractor is
using a magnetic guidance system, drill path shall be surveyed for any surface
geo-magnetic variations or anomalies.

Contractor shall adhere to all applicable state, federal and local safety regulations
and all operations shall be conducted in a safe manner. Safety meetings shall be
conducted at least weekly with a written record of attendance and topic
submitted to the Geotechnical Engineer.
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5. Launching and Receiving Pits (BORE PITS): Contractor shall excavate, sheet, shore,
dewater and perform all other work necessary to provide adequate launching and
receiving pits for “trenchless” methods. All work shall be performed in strict
accordance with OSHA regulations. Temporary fencing shall be provided around
each pit at the end of each workday. Fencing shall be a minimum of 4 feet in
height. Fencing material, layout and installation details shall be subject to
approval by the Geotechnical Engineer. Upon completion of “trenchless”
operations, all pits shall be backfilled and surface restored as specified in these
Technical Specifications.

6. Drilling fluids: Drilling fluids and cuttings shall be contained within designated
work/construction areas. Excess fluids, cuttings, and other related materials shall
be disposed of in a legal site in accordance with governing regulations. The
Contractor shall be responsible for the proper clean-up and disposal of drilling
fluids. Under NO circumstances shall the drilling spoils be permitted to be
disposed into waterways, sanitary, storm, or any other public or private drainage

system.
7. The Contractor shall at all times provide and maintain instrumentation that will
accurately locate the pilot bore/hole and measure drilling fluid flow and pressure.
8. Damaged or Improperly Installed Pipe: If the pipe is damaged before installation

or does not meet the specifications, it shall be replaced at no expense to the
Town. If the pipe is damaged during installation by the Contractor’s operations,
is placed at the improper grade or line or cannot be advanced because of an
unseen obstruction or any other reason, it shall be replaced by the Contractor at
no expense to the Town.

15.06 CONTROL OF WATER AND DEWATERING

A.

E.

Be solely responsible for dewatering trenches and excavations and subsequent control of
ground and surface water. Provide and maintain such pumps or other equipment as may
be necessary to control ground water and seepage to the satisfaction of the Geotechnical
Engineer until backfilling is completed.

Dewater during backfilling operation so that groundwater is maintained a least one foot
below level of compaction effort.

Obtain the Geotechnical Engineer’s approval for proposed control of water and
dewatering methods.

Reroute surface water runoff away from open trenches and excavations. Do not allow
water to accumulate in trenches and excavations.

Maintain dewatering system in place until dewatering is no longer required.

15.07 BRACING AND SHORING

A.

B.

Conform to California and Federal OSHA requirements.

Place and maintain such bracing and shoring as may be required to support the sides of
the excavations for the proper protection of workmen; to facilitate the work; to prevent
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damage to the pipes and appurtenances being constructed; and to prevent damage to
adjacent structures or facilities. Remove all bracing and shoring upon completion of the
work.

Be solely responsible for all bracing and shoring and, if requested by the Geotechnical
Engineer, submit details and calculations to the Geotechnical Engineer. The Geotechnical
Engineer may forward the submittal to the Consulting Engineer and/or the California
Division of Industrial Safety for their review. The Contractor's submittal shall include the
basic design, assumed soils conditions and estimation of forces to be resisted, together
with plans and specifications of the materials and methods to be used, and shall be
prepared by a civil engineer or structural engineer registered in California. No excavations
in trench section or around structures shall precede a response to the submittal by the
Geotechnical Engineer.

Be solely responsible for installing and extracting the sheathing in a manner which will
not disturb the line, grade, or backfill compaction or operation of the utility being installed
or adjacent utilities and facilities.

15.08 PIPE BEDDING

A.

B.

Obtain approval of bedding material from the Town Engineer.

Accurately shape bedding material to the line and grade called for on the Plans. Carefully
place and compact bedding material to the elevation of the bottom of the pipe in layers
not exceeding 6 inches in loose thickness. Compact bedding material at optimum water
content to 90% relative compaction unless specified otherwise on the Plans or by the
Geotechnical Engineer. Compact by pneumatic tampers or other mechanical means
approved by the Geotechnical Engineer. Jetting or ponding of bedding material will not
be permitted.

Stabilization of Trench Bottom: When the trench bottom is unstable due to wet or spongy
foundation, trench bottom shall be stabilized with gravel or crushed rock. The State’s
inspector will determine the suitability of the trench bottom and the amount of gravel or
crushed rock needed to stabilize a soft foundation. Soft material shall be removed and
replaced with gravel or crushed rock as necessary.

Placement of Bedding Material: The trench bottom shall be cleaned to remove all loose
native material prior to placing select backfill material. Sufficient select backfill material
shall be placed in trench and tamped to bring trench bottom up to grade of the bottom
of pipe. The relative compaction of tamped material shall be not less than 90 percent. It
is the intention of these requirements to provide uniform bearing under the full length of
pipe to a minimum width of 60 percent of the external diameter.

15.09 BACKFILLING

A.

Initial Backfill:
1. Obtain approval of backfill material from Geotechnical Engineer.
2. Bring initial backfill up simultaneously on both sides of the pipe, so as to prevent

any displacement of the pipe from its true alignment. Carefully place and compact
initial backfill material to an elevation of 12 inches above the top of the pipe in
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layers not exceeding 6 inches in loose thickness. Compact bedding material at
optimum water content to 90% relative compaction unless specified otherwise
on the Plans or by the Geotechnical Engineer. Compact by pneumatic tampers or
other mechanical means approved by the Geotechnical Engineer. Jetting or
ponding of initial backfill material will not be permitted.

Pipe Detection: In trenches containing pressurized plastic pipes, tracer wire shall be
placed directly above the pipe and shall be connected to all valves, existing exposed tracer
wires, and other appurtenances as appropriate.

Installation of Tracer Wire:

1. Install a continuous length of tracer wire for the full length of each run of
nonmetallic pipe.

2. Attach wire to top of pipe in such manner that it will not be displaced during
construction operations.

3. Form a mechanically and electrically continuous line throughout the pipeline,

extending to the nearest valve or other pipeline appurtenance. Extend the wire
up the outside of the valve box/riser and cut a hole that is 8 inches from the top,
extend a 12 inch wire lead to the inside of the box. At other pipeline
appurtenances, terminate the 12 inch wire lead inside the enclosure.

4, Splice wire with a splicing device consisting of and electro-tin plated seamless
copper sleeve conductor. Install as recommended by the manufacturer. Wrap
splices and damaged insulation with electrician’s tape.

Installation of Warning Tape
1. Install tape approximately 1 foot above and along the centerline of the pipe.
2. Where tape is not continuous lap tape ends a minimum of 2 feet.

Subsequent Backfill:

1. Above the level of initial backfill, the trench shall be backfilled with non-expansive
native material from trench excavation or with imported select backfill material
(Contractor’s option). Subsequent backfill shall be free of vegetable matter,
stones or lumps exceeding 3 inches in greatest dimension, and other
unsatisfactory material.

2. Bring subsequent backfill to subgrade or finish grade as indicated. Carefully place
and compact subsequent backfill material to the proper elevation in layers not
exceeding 6 inches in loose thickness. Compact bedding material at optimum
water content to 90% relative compaction, except that the upper 36 inches in
areas subject to vehicular traffic shall be compacted to at least 95% relative
compaction, unless specified otherwise on the Plans or by the Geotechnical
Engineer. Compact by pneumatic tampers or other mechanical means approved
by the Geotechnical Engineer. Jetting or ponding of subsequent backfill material
will not be permitted.

Do not use compaction equipment or methods that produce horizontal or vertical earth
pressures that may cause excessive pipe displacement or damage the pipe. Jetting of
trench backfill is not permitted.
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G. Utility backfill shall be inspected and tested by the Geotechnical Engineer during
placement. Cooperate with the Geotechnical Engineer and provide working space for
such tests in operations. Backfill not compacted in accordance with these specifications
shall be re-compacted or removed as necessary and replaced to meet the specified
requirements, to the satisfaction of the Geotechnical Engineer prior to proceeding with
the Project.

H. Compaction testing shall be in accordance with California Test Method ASTM D1556 or
D1557.

15.10 CLEANUP
A. Upon completion of utility earthwork all lines, manholes catch basins, inlets, water meter

boxes and other structures shall be thoroughly cleaned of dirt, rubbish, debris and
obstructions of any kind to the satisfaction of the Town.

END OF SECTION
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SECTION 33 41 00
STORM UTILITY DRAINAGE PIPING

16.01 SECTION INCLUDES

A. Roadway and/or site storm drainage system up to five feet of any on-site building

16.02 RELATED SECTIONS

A. Section 31 21 00, Utility Trenching and Backfill

16.03 RELATED DOCUMENTS

A. AASHTO

1.

M199: Precast Reinforced Concrete Manhole Sections

2. M252: Corrugated Polyethylene Drainage Pipe
3. M294: Corrugated Polyethylene Pipe, 12 to 604 inch Diameter
B. ASTM
1. A615: Deformed and Plain Carbon-Steel Bars for Concrete Reinforcement
2. C143: Standard Test Method for Slump of Hydraulic-Cement Concrete
3. C443: Joints for Concrete Pipe and Manholes, Using Rubber Gaskets
4. C478: Circular Precast Reinforced Concrete Manhole Sections
5. C923: Standard Specification for Resilient Connectors Between Reinforced
Concrete Manhole Structures, Pipes, and Laterals
6. C1173: Flexible Transition Couplings for Underground Piping Systems
7. D2321: Underground Installation of Thermoplastic Pipe for Sewers and Other
Gravity Flow Applications
8. D4101: Propylene Injection and Extrusion Materials
9. FA77: Elastomeric Seals (Gaskets) for Joining Plastic Pipe
C. Caltrans Standard Specifications, 2018
1. Section 51, Concrete Structures
2. Section 52, Reinforcement
3. Section 70, Miscellaneous Drainage Facilities
4, Section 72, Slope Protection
5. Section 75, Miscellaneous Metal
6. Section 90, Concrete
D. Caltrans Standard Plans, 2018
1. Plan D94A: Metal and Plastic Flared End Sections
2. Plan D94B: Concrete Flared End Sections
3. Plan D97A: Corrugated Metal Pipe Coupling Details No. 1, Annular Coupling Band
Bar and Strap and Angle Connection
4. Plan D97C: Corrugated Metal Pipe Coupling Details No. 3, Helical and Universal
Couplers
5. Plan D97D: Corrugated Metal Pipe Coupling Details No. 4, Hugger Coupling Bands
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Plan D97E: Corrugated Metal Pipe Coupling Details No. 5, Standard Joint
Plan D97F: Corrugated Metal Pipe Coupling Details No. 6, Positive Joint
Plan D97G: Corrugated Metal Pipe Coupling Details No. 7, Downdrain
Plan D98A: Slotted Corrugated Steel Pipe Drain Details

0. Plan D98B: Slotted Corrugated Steel Pipe Drain Details

= © N

16.04 DEFINITIONS

A.

B.

G.

AASHTO: American Association of State Highway and Transportation Officials
ASTM: American Society for Testing Materials

AWWA: American Water Works Association

CMP: Corrugated metal pipe

HDPE: High-density polyethylene

NPS: Nominal pipe size

PE: Polyethylene

16.05 SUBMITTALS

A.

D.

Follow submittal procedure outlined in Section 01 10 00, Supplemental General
Requirements.

Product data for the following:

Piping materials and fittings

Special pipe couplings

Polymer-concrete, channel drainage systems (trench drains)
Joint sealants

Plastic area drains

Cleanout plugs or caps

Precast concrete catch basins, inlets, curb inlets, junction structures and area
drains, including frames and grates

Precast clean out boxes and box covers

9. Concrete, metal and plastic flared end sections

Nogakr~odN =

®

Shop drawings: Include plans, elevations, details and attachments for the following:
1. Precast concrete manholes, frames and covers

Field Test Reports: Indicate and interpret test results for compliance with performance.

16.06 DELIVERY, STORAGE AND HANDLING

A.

Delivery and Storage

1. Piping: Inspect materials delivered to site for damage; store with minimum of
handling. Store materials on site in enclosures or under protective coverings.
Store plastic piping and jointing materials and rubber gaskets under cover out of
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direct sunlight. Do not store materials directly on the ground. Keep inside of pipes
and fittings free of dirt and debris.

2. Metal Items: Check upon arrival; identify and segregate as to types, functions,
and sizes. Store off the ground in a manner affording easy accessibility and not
causing excessive rusting or coating with grease or other objectionable materials.

Handling

1. Handle pipe, fittings, and other accessories in such manner as to ensure delivery
to the trench in sound undamaged condition. When handling lined pipe, take
special care not to damage linings of pipe and fittings; if lining is damaged, make
satisfactory repairs. Carry, do not drag, pipe to trench.

2. Handle precast concrete pipe, manholes and other precast structures according
to manufacturer’s written instructions.

3. Protect imported bedding and backfill material from contamination by other
materials.

PART 17 - PRODUCTS

17.01 PE PIPE AND FITTINGS (HDPE): 12 INCH THROUGH 48 INCH

A.

Pipe shall be in accordance to AASHTO M294. Type S, smooth interior and corrugated
exterior.

Bell and spigot joints
Bell and Spigot Joint Gasket: Elastomeric seal, ASTM F477

Couplings: AASHTO M252, corrugated band type, engage a minimum of 4 corrugations, 2
on each side of pipe joint

17.02 MANHOLES

A

Manholes to be in conformance with applicable provisions of the Town Standard and
meet the approval of the Town Engineer.

Manholes shall be pre-cast concrete of the size and shape shown on the Plans and shall
conform to ASTM C478. Equivalent poured-in-place structures may be used at the
Contractor’s option. Concrete shall consist of Caltrans Type I/l cement. Rate for AASHTO
H20 loading in traffic areas.

All interior concrete surfaces shall be coated with “Xypex Crystalline” or approved
equivalent. Use of a water-resistant admix is acceptable, at Contractor option.

Frames and Covers: As indicated and in accordance with Caltrans Standard Specification
Section 75-2.02B. Manhole covers shall have the words “STORM DRAIN” in letters not less
than 2 inches cast into the cover. The clear opening for all manhole covers shall be 24
inches.

Frames and lids for manholes shall be match-marked in pairs before delivery to the job
site. The lids shall fit into their frames without rocking.

Page 104



Project #816-0420 Annual Storm Drain Improvements — 62 Ellenwood Avenue

F. Reinforcing Bars: Reinforcing bars shall be of intermediate grade billet steel conforming
to ASTM A615 and shall be of the size shown on the Standard Details or in the Plans. Bars
shall be of the round deformed type, free from injurious seams, flaws, or cracks, and shall
be cleaned of all rust, dirt, grease and loose scales.

G. Portland Cement Concrete: Concrete for manhole bases, inlets, and other concrete
structures shall conform to the requirements of Caltrans Standard Specifications Section
90 and as herein specified. The concrete shall be Class “A” containing six (6) sacks of
portland cement per cubic yard of concrete. The grading of the combined aggregate shall
conform with the CDT requirements of the three-quarter inch maximum. The consistency
of the fresh aggregate shall be such that the slump does not exceed four inches, as
determined by ASTM C143. The concrete shall have a minimum design compressive
strength of 3,000 psi after 28 days.

H. Steps: ASTM C478 or AASHTO M199. Manufacture from deformed, % inch galvanized
steel reinforcement rod complying with ASTM A615 and encased in polypropylene
complying with ASTM D4101. Include pattern designed to prevent lateral slippage off
step. Acceptable manufacturer is Hanson Concrete Products, or approved equal.

17.03 JOINT SEALANT FOR PRECAST STRUCTURES AND MANHOLES

A. Mortar: Caltrans Standard Specification Section 51-1.02F
1. Use to seal around pipes at connections to structures and manholes. Also use to
seal joints between precast sections of structures and manholes.

B. Gaskets: Preformed flexible rubber or plastic gasket
1. Rubber Gaskets: ASTM C443
2. Plastic Gaskets: Federal Specification SS-S-00210 (GSA-FSS), Type |, Rope Form; or

alternate standard which may exist. Acceptable material is “Ram-Nek,” as
manufactured by Henry Company, or approved equal.

17.04 PIPE TO STRUCTURE CONNECTOR/SEAL

A. A flexible pipe to manhole connector shall be used for all pipe penetrations to pre-cast
and/or cast-in-place concrete structures.
1. The seal shall provide a flexible, positive, watertight connection between pipe

and concrete wastewater structures. The connector shall assure that a seal is
made between (1) the connector and the structure wall, and (2) between the
connector and the pipe. The seal between the connector and the manhole wall
shall be made by casting the connector integrally with the structure wall during
the manufacturing process in such a manner that it will not pull out during
coupling. The seal between connector and pipe will be made by way of a stainless
steel take down band compressing the gasket against the outside diameter of the
pipe.

2. The connector shall be molded from materials whose physical/chemical
properties meet or exceed the physical/chemical resistant properties outlined in
ASTM C923. The connector and stainless steel hardware shall meet or exceed the
performance requirements proscribed in ASTM C923.
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3. The connector shall be of size specifically designed for the pipe material being
used and shall be installed in accordance with recommendations of the
manufacturer.

4. Connectors shall be Z-LOK or G3 connectors manufactured by A-LOK Products Inc.

or approved equivalent.

17.05 SLOPE PROTECTION

A.

Rock Slope Protection: Caltrans Standard Specification Section 72-2.02B
1. Class: Class I: 6-inch dia. Jagged Edge Broken Stone or 50 |b rip rap
2. Fabric: Caltrans Standard Specification Section 72-2.02C

PART 18 - EXECUTION

18.01

18.02

PIPE INSTALLATION

A.

General: Install pipe, fittings, and appurtenances utilizing best practices, manufacturer’s
instructions, and in accordance with Section 6 and 7 of ASTM D 2321 for plastic pipe.

Pipe Depth and Trench Configuration: Conform to typical trench section(s) indicated.

Excavation, Bedding, Backfill, and Compaction: Section 31 21 00, Utility Trenching and
Backfill.

Handling: Carefully handle during loading, hauling, unloading and placing operations to
avoid breakage or damage. Use strap type slings for lifting and placing; no chains or hooks
will be permitted. Comply with the manufacturer’s recommendations.

Laying: Before lowering pipe into the trench, remove all stakes, debris, loose rock and
other hard materials from the bottom of the trench. Lay accurately in conformance with
lines and grades indicated. Start laying the pipeline at the low end and proceed upstream.
Lay bell and spigot pipe with the bell end facing upstream. Lay pipe on a bed prepared by
handwork, dug true to grade. Furnish firm bearing for pipe throughout its entire length
with bell holes provided at the ends of each pipe length of sufficient size to permit making
up the particular type of joint being used. Adjust pipe to line and grade by scraping away
or filling and tamping material under the body of the pipe for the entire pipe length and
not by blocking or wedging. After final positioning, hold pipe in place in trench with
backfill material placed equally on both sides of the pipe at as many locations as required
to hold the pipe section in place.

Closure: Close open ends of pipes and appurtenance at the end of each day’s work or
when work is not in progress.

INSTALLATION OF CURB INLETS, CATCH BASINS, DROP INLETS, JUNCTION STRUCTURES, AREA
DRAINS, ETC. AND MANHOLES

A.

Excavation, Bedding, Backfill, and Compaction: Section 31 21 00, Utility Trenching and
Backfill
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18.06
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Poured in Place Structures: Install as indicated and Caltrans Standard Specification Section
51.
1. Shape bottoms to convey flows as indicated.

Precast Structures: Install as indicated.
1. Seal all joints and pipe entrances and exits.
2. Place concrete in bottom and shape to convey flows as indicated.

SLOPE PROTECTION PLACEMENT

A.

Rock Slope Protection: Caltrans Standard Specification Section 72-2.03 and as indicated.
1. Use Method B Placement unless otherwise indicated.

POURED-IN-PLACE CONCRETE

A.

Concrete shall be mixed in accordance with applicable provisions of Section 90 of Caltrans
Standard Specifications.

Construction of concrete structures shall conform to applicable provisions of Section 51
of the Caltrans Standards Specifications. Unless otherwise noted herein or in the Plans,
exposed surfaces of structures shall be Class 1 surface finish.

Curing shall conform to applicable portions in Section 90 of Caltrans Standard
Specifications. No pigment shall be used in curing compounds. All work shall be subject
to inspection. No concrete shall be placed until the Project Manager has approved the
forms and reinforcement.

Concrete shall not be cropped freely where reinforcing bars will cause segregation, nor
shall it be dropped freely more than six feet. Spouts, elephant trunks, or other approved
means shall be used to prevent segregation.

PIPELINE FLUSHING

A

Newly constructed storm drain pipes shall be flushed with water to clean. A metal screen
shall be used to collect and remove any rock, silt and other debris that is flushed out
during cleaning.

DEFLECTION TESTING

A.

Upon completion of work, perform a deflection test on entire length of installed plastic
pipeline. Completed work includes superimposed loads adjacent to and over the pipeline,
such as compacted backfill and earthwork, and does not include paving, concrete curbs
and gutters, sidewalks, walkways, and landscaping.

Under external loads, deflection of pipe in the installed pipeline shall not exceed 4.5
percent of the average inside diameter of pipe.

Determine whether the allowable deflection has been exceeded by use of a pull-through
device or a deflection-measuring device.
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D. Pull-Through Device:

1.

Provide a spherical, spheroidal, or elliptical ball, a cylinder, or circular sections
fused to a common shaft.

a. Circular sections shall be so spaced on the shaft that distance from
external faces of front and back sections will equal or exceed diameter of
the circular section.

b. Pull-through device may also be of a design approved by the Uni-Bell
Plastic Pipe Association, provided that the device meets the applicable
requirements specified in this paragraph, including those for diameter of

the device.
2. Ball, cylinder, or circular sections shall conform to the following:

a. A diameter, or minor diameter as applicable, of 95 percent of the average
inside diameter of the pipe; tolerance of plus 0.5 percent will be
permitted.

b. A homogeneous material throughout, with a density greater than 1.0 as
related to water at 39.2 degrees F, and a surface Brinell hardness of not
less than 150.

C. Center bored and through bolted with a % inch minimum diameter steel
shaft having a yield strength of not less than 70,000 pounds per square
inch, with eyes or loops at each end for attaching pulling cables.

d. Each eye or loop shall be suitably backed with a flange or heavy washer
such that a pull exerted on opposite end of shaft will produce
compression throughout remote end.

3. Pull-Through Device:

a. Pass the pull-through device through each run of pipe, either by pulling it
through or flushing it through with water.

b. If the device fails to pass freely through a pipe run, replace pipe which
has the excessive deflection and completely retest in same manner and
under same conditions as specified.

E. Deflection measuring Device:
1. Sensitive to 1.0 percent of the diameter of the pipe being tested and accurate to

1.0 percent of the indicated dimension.

2. Obtain approval of deflection measuring device prior to use.
F. Deflection Measuring Device Procedure:
1. Measure deflections through each run of installed pipe.
2. If deflection readings in excess of 4.5 percent of average inside diameter of pipe
are obtained, retest pipe by a run from the opposite direction.
3. If retest continues to show a deflection in excess of 4.5 percent of average inside

diameter of pipe, remove pipe which has excessive deflections, replace with new
pipe, and completely retest in same manner and under same conditions.
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Warranty Period Test: Pipe found to have a deflection of greater than 5 percent of average
inside diameter when deflection test is performed just prior to end of 1 year warranty
period shall be replaced with new pipe and tested as specified for leakage and deflection.

18.07 CLEANING

A

Thoroughly clean storm drain lines, manholes, catch basins, field inlets, culverts, and
similar structures, of dirt, debris, and obstructions of any kind.

18.08 TELEVISION INSPECTION

A.

After completion of the pipe installation, service connections, flushing and cleaning, and
prior to placement of pavement, the drain line shall be televised with a color closed-circuit
television with tilt-head camera recorded in DVD format. The original disc and log sheets
shall be provided to the Town for review.

The following observations from television inspections will be considered defects in the
construction of sewer pipelines and will require correction prior to placement of
pavement:

1. Low spot (1 inch or greater - mainlines only)

Joint separations (3/4 inch or greater opening between pipe sections)

Cocked joints present in straight runs or on the wrong side of pipe curves.

Chips in pipe ends

Cracked or damaged pipe

Dropped joints

Infiltration

Debris or other foreign objects

Other obvious deficiencies

0. Irregular condition without logical explanation

END OF SECTION
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APPENDIX A

Project Plans
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Blueprint for a Clean Bay
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Best Management Practices

Store materials under cover

Wet and dry building materials with
the potential to pollute runoff should
be stored under cover and/or
surrounded by berms when rain is
forecast or during wet weather.

[ Store stockpiled materials and
wastes under a temporary roof or
secured plastic sheeting or tarp.

[J Berm around storage areas to
prevent contact with runoff.

[J Plaster or other powders can create
large quantities of suspended solids
in runoff, which may be toxic to
aquatic life and cause serious

environmental harm even if the
materials are inert. Store all such
potentially polluting dry materials
—especially open bags— under a
temporary roof or inside a
building, or cover securely with an impermeable
tarp. By properly storing dry materials, you may
also help protect air quality, as well as water quality.

keep out rain.

[ Store containers of paints, chemicals, solvents, and
other hazardous materials in accordance with
secondary containment regulations and under
cover during rainy periods.

Cover and maintain dumpsters

Open and/or leaking dumpsters can be a source of
stormwater pollution.

(] Cover open dumpsters with plastic sheeting or a
tarp. Secure the sheeting or tarp around the
outside of the dumpster. If your dumpster has a
cover, close it.

[0 If adumpster is leaking, contain and collect leaking
material. Return the dumpster to the leasing
company for repair/exchange.

(] Do not clean dumpsters on-site. Return to leasing
company for periodic cleaning, if necessary.
Collect and properly dispose of paint

removal wastes

Paint removal wastes include chemical paint stripping

Store building materials under cover. Make sure dumpsters are properly covered to

residues, paint chips and dust, sand blasting material
and wash water. These wastes contain chemicals that
are harmful to the wildlife in our creeks and the water
bodies they flow to. Keep all paint wastes away from
the gutter, street, and storm drains.

[0 Non-hazardous paint chips and dust from dry
stripping and sand blasting may be swept up or
collected in plastic drop cloths and disposed of as
trash. Chemical paint stripping residue and chips
and dust from marine paints or paints containing
lead or tributyl tin must be disposed of as a
hazardous waste.

[J When stripping or cleaning building exteriors with
high-pressure water, cover or berm storm drain
inlets. If possible (and allowed by your local waste-
water treatment plant), collect (mop or vacuum)
building cleaning water and discharge to the sani-
tary sewer. Alternatively, discharge non-contami-
nated wash water onto a dirt area and spade into
the soil. Be sure to shovel or sweep up any debris
that remains in the gutter and dispose of as garbage.

Clean up paints, solvents, adhesives, and
cleaning solutions properly

Although many paint materials can and should be recy-
cled, liquid residues from paints, thinners, solvents,
glues, and cleaning fluids are hazardous wastes. When




Best Management Practices

they are thoroughly dry, empty paint cans, used brushes,
rags, absorbent materials, and drop cloths are no
longer hazardous and may be disposed of as garbage.

[0 Never clean brushes or rinse paint containers into
a street, gutter, storm drain, or creek.

[0 For water-based paints, paint out brushes to the
extent possible and rinse to a drain leading to the
sanitary sewer (i.e., indoor plumbing).

[0 For oil-based paints, paint out brushes to the extent
possible, and filter and reuse thinners and solvents.
Dispose of unusable thinners and residue as
hazardous waste.

[0 Recycle, return to supplier or donate unwanted
water-based (latex) paint. You may be able to recy-
cle clean empty dry paint cans as metal (check with
the local planning or building department for more
information).

(] Dried latex paint may be disposed of in the garbage.

[0 Unwanted paint (that is not recycled), thinners, and
sludges must be disposed of as hazardous waste.

[0 More and more paint companies are recycling
excess latex paint (check with the local planning or
building department for more information).

Keep fresh concrete and cement mortars out
of gutters, storm drains, and creeks

Concrete and cement-related mortars that wash into
gutters and storm drains are toxic to fish and the
aquatic environment.

[0 Locate mortar/stucco mixers inside bermed areas
to avoid discharge to street or storm drains.

[J Avoid mixing excess amounts of fresh concrete or
cement mortar.

[J Store dry and wet materials under cover, protected
from rainfall and runoff.

[J Wash out concrete transit mixers only in designated
wash-out areas where the water will flow into
settling ponds or onto dirt or stockpiles of aggre-
gate base or sand. Pump water from settling ponds
to the sanitary sewer, where allowed. Whenever
possible, recycle washout by pumping back into

mixers for reuse. Never dispose of washout into the
street, storm drains, drainage ditches, or creeks.

[J Whenever possible, return contents of mixer barrel
to the yard for recycling. Dispose of small amounts
of excess concrete, grout, and mortar in the trash.

Service and maintain portable toilets

Leaking portable toilets are a potential health and
environmental hazard.

[ Inspect portable toilets for leaks.

[0 Be sure the leasing company adequately maintains,
promptly repairs, and replaces units as needed.

[0 The leasing company must have a permit to
dispose of waste to the sanitary sewer.

[J Do not place on or near storm drain inlets.

Dispose of cleared vegetation properly

Cleared vegetation, tree trimmings, and other plant
material can cause environmental damage if it gets
into creeks. Such “organic” material requires large
guantities of oxygen to decompose, which reduces the
oxygen available for fish and other aquatic life.

[0 Do not dispose of plant material in a creek or
drainage facility or leave it in a roadway where it
can clog storm drain inlets.

[J Avoid disposal of plant material in trash dumpsters
or mixing it with other wastes. Compost plant
material or take it to a landfill or other facility that
composts yard waste (check with the local planning
or building department for more information).
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Recycle yard waste and tree prunings at a landfill that chips and
composts plant material.




Roadwork and Pavement
Construction

Demolition Waste Management

Make sure all demolition waste is properly

disposed of Plan roadwork and pavement construction

Demolition debris that is left in the street or pushed to avoid stormwater pollution

over a bank into a creek bed or drainage facility causes
serious problems for flood control, storm drain
maintenance, and the health of our environment.
Different types of materials have different disposal
requirements or recycling options.

Road paving, surfacing, and asphalt removal happen
right in the street, with numerous opportunities for
stormwater pollution from the asphalt mix, saw-cut
slurry, or excavated material. Properly proportioned
asphalt mix and well-compacted pavement avoid a host

. . of water pollution problems.
[J Materials that can be recycled from demolition

projects include: metal framing, wood, concrete, 0

Apply concrete, asphalt, and seal coat during dry
asphalt, and plate glass.

weather to prevent contaminants from contacting

. stormwater runoff.
[0 Materials that can be salvaged for reuse from old

structures include: doors, banisters, floorboards, 0
windows, 2x4s, and other old, dense lumber.

Cover storm drain inlets and manholes when pav-
ing or applying seal coat, slurry seal, fog seal, etc.

[J Unusable, unrecycleable debris should be confined 0
to dumpsters, covered at night and during wet
weather, and taken to a landfill for disposal.

Always park paving machines over drip pans or
absorbent materials, since they tend to drip
continuously.

[J Hazardous debris such as asbestos must be 0
handled in accordance with specific laws and
regulations and disposed of as a hazardous waste.
For more information of asbestos handling and
disposal regulations, contact the Bay Area Air
Quality Management District.

When making saw-cuts in pavement, use as little
water as possible. Cover each catch basin com-
pletely with filter fabric during the sawing opera-
tion and contain the slurry by placing sand/gravel
bags around the catch basin. After the liquid drains
or evaporates, shovel or vacuum the slurry residue

L from the pavement or gutter and remove from site.
[0 Arrange for an adequate debris disposal schedule

to ensure that dumpsters do not overflow. [J Wash down exposed aggregate concrete only when

the wash water can: (1) flow onto a dirt area; (2)

Most local planning or building departments have
lists of recycling and disposal services for
construction and demolition debris.

drain onto a bermed surface from which it can be
pumped and disposed of properly; or (3) be vacu-
umed from a catchment created by blocking a

storm drain inlet. If necessary, divert runoff with
temporary berms. Make sure runoff does not reach
gutters or storm drains.

[0 Allow aggregate rinse to settle, and pump the water
to the sanitary sewer if allowed by your local
wastewater authority.

[0 Never wash sweepings from exposed aggregate con-
crete into a street or storm drain. Collect and return
to aggregate base stockpile, or dispose with trash.

0 Recycle broken concrete and asphalt (check with
the local planning or building department for more
information).




Contaminated Ponded Stormwater, Groundwater,

and Soil Guidance

Look for ponded stormwater, groundwater,
and/or soil contamination

Ponded stormwater, groundwater and soil may become
contaminated if exposed to hazardous materials. If any
of the following conditions apply, contaminated ponded
stormwater, groundwater, and/or soil may be present

and pose a potential health and environmental hazard:

[0 The project site is in an area of previous

commercial/industrial activity;

There is a history of illegal dumping on the site or
adjacent properties;

The construction site is subject to a Superfund,
state, or local cleanup order;

Ponded stormwater, groundwater and/or water
generated by dewatering exhibits an oily-sheen
and/or smells of petroleum;

Soil appears discolored, smells of petroleum
and/or exhibits other unusual properties;

[J Abandoned underground storage tanks, drums,
or other buried debris are encountered during
construction activities; or

Spills have occurred on the site or adjacent
properties involving pesticides and herbicides;
fertilizers; detergents; plaster and other products;
petroleum products such as fuel, oil, and grease;
or other hazardous chemicals such as acids, lime,
glues, paints, solvents, and curing compounds.

Take appropriate action

Ponded stormwater, groundwater, or water generated
by dewatering that is contaminated cannot be dis-
charged to a street, gutter, or storm drain. If contami-
nation is suspected, the water should be contained and
held for testing. Call the appropriate local agency
and/or the Regional Water Quality Control Board for
further guidance (See reference list on the back cover
of this booklet for more information).

Remember: The property owner and the contractor share ultimate
responsibility for the activities that occur on a construction site.
You may be held responsible for any environmental damage caused
by your subcontractors or employees.
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Pollution Control Agencies and Sources of Information

Storm water quality
management programs

Alameda Countywide Clean

Water Program

951 Turner Court, Hayward, CA 94545
(510) 670-5543
www.cleanwaterprogram.com

Contra Costa Clean Water Program
255 Glacier Drive, Martinez, CA
94553-4897 (925) 313-2392

(800) NO DUMPING
www.cccleanwater.org

Fairfield-Suisun Urban Runoff
Management Program

1010 Chadbourne Road

Fairfield, CA 94534 (707) 429-8930

Marin County Stormwater Pollution
Prevention Program

3501 Civic Center Drive, Room 304,
San Rafael, CA 94903 (415) 499-6528
www.mcstoppp.org

San Francisco Stormwater
Management Program

3801 3rd Street, Suite 600

San Francisco, CA 94124 (415) 695-7310
http://stormwater.sfwater.org

San Mateo Countywide Stormwater
Pollution Prevention Program

555 County Center, Fifth Floor
Redwood City, CA 94063

(650) 363-4305
www.flowstobay.org

Santa Clara Valley Urban Runoff
Pollution Prevention Program

699 Town & Country Village
Sunnyvale, CA 94086 (800) 794-2482
WWW.SCVUrppp.org

Sonoma County Water Agency
2150 West College Avenue
Santa Rosa, CA 95401

(707) 526-5370

WWW.SCwa.org

Vallejo Sanitation and Flood
Control District

450 Ryder Street, Vallejo, CA 94590
(707) 644-8949

www.vsfcd.com

Bay Area Stormwater Management
Agencies Association (BASMAA)
1515 Clay Street, Suite 1400,
Oakland, CA 94612 (510) 622-2326
(888)BayWise www.basmaa.org

Agencies to call
in the event of a spill

You are required by law to report all
significant releases or suspected
significant releases of hazardous
materials, including oil.

To report a spill, call the following
agencies:

1. Dial 911 or your local emergency
response number.

2. Call the Governor’s Office of
Emergency Services Warning Center,
(800) 852-7550 (24 hours).

For spills of “Federal Reportable
Quantities” of oil, chemicals, or other
hazardous materials to land, air, or
water, notify the National Response
Center (800-424-8802). If you are not
sure whether the spill is of a
“reportable quantity,” call the federal
Environmental Protection Agency
(800) 424-9340 for clarification.

For further information, see California
Hazardous Material Spill/ Release
Notification Guidance

(State Office of Emergency Services,
Hazardous Materials Division).

Agencies to call if you find
or suspect contaminated
soil or groundwater

Regional Water Quality
Control Board:

San Francisco Bay Region
(510) 622-2300

Central Valley Region
(916) 255-3000

California Environmental Protection
Agency (Cal EPA), Department of
Toxic Substances Control (DTSC)
(510) 540-3732

- © 2004 Bay Area Stormwater Management Agencies Association

Documents and available
resources

From State Water Resources
Control Board (SWRCB)
(916) 341-5537

www.swrch.ca.gov

General Construction Activity Storm
Water Permit

From Friends of the

San Francisco Estuary
(510) 622-2465
www.abag.ca.gov/bayarea/sfep

Field Manual

Guidelines for Construction Projects
Hold On to Your Dirt — Video

Keep it Clean — Video

From Association of Bay Area
Governments (ABAG)

(510) 464-7900

www.abag.ca.gov

Manual of Standards for Erosion and
Sediment Control Measures

From Cal EPA, DTSC
(916) 322-3670
www.dtsc.ca.gov

Waste Minimization for the Building
Construction Industry - Fact Sheet

From California Stormwater
Quality Association (CASQA)
www.cabmphandooks.com

Stormwater Best Management Practice
Handbook — Construction

THANKS

BASMAA adapted this booklet from
one originally developed and
generously shared by the Santa Clara
Valley Nonpoint Source Pollution
Control Program.
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